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2022 CHICAGO BUILDING CODE

2022 CHICAGO BUILDING CODE
PLUMBING

Z.01 ZONING DISTRICT / PLANNED DEVELOPMENT NO. ZONING MAP

Z.02 EXISTING ZONING USE(S) 17-17-0100

Z.03 PROPOSED ZONING USE(S) 17-17-0100

Z.04 CHICAGO LANDMARKS DESIGNATION RECORDED DEED RESTRICTION

Z.05 LAKEFRONT PROTECTION DISTRICT ZONING MAP, CH 16-4

Z.06 ZONING OVERLAY DISTRICT ZONING MAP, CH 17-7

Z.07 PEDESTRIAN STREET ZONING MAP, 17-3-0500

Z.08 LOT AREA 17-17-0302

Z.09 FLOOR AREA RATIO (FAR) VARIES BY DISTRICT

Z.10 TOTAL FLOOR AREA 17-17-0305, VARIES BY DISTRICT

Z.11 BUILDING HEIGHT 17-17-0311, VARIES BY DISTRICT

Z.12 FRONT SETBACK 17-17-0306, VARIES BY DISTRICT

Z.13 COMBINED SIDE SETBACKS 17-17-0308, VARIES BY DISTRICT

  MINIMUM SIDE SETBACK 17-17-0308, VARIES BY DISTRICT

Z.14 REAR SETBACK 17-17-0307, VARIES BY DISTRICT

Z.15 REAR YARD/ ON-SITE OPEN SPACE 17-2-0307, 17+4+0410

Z.16 NUMBER OF DWELLING UNITS VARIES BY DISTRICT

  NUMBER OF EFFICIENCY UNITS (INCLUDE ABOVE) VARIES BY DISTRICT

Z.17 NUMBER OF OFF-STREET PARKING SPACES 17-10-0200

  EVSE-READY PARKING SPACES (INCLUDE ABOVE) 17-10-1011 (EFF. 1/1/20)

Z.18 NUMBER OF OFF STREET LOADING SPACES 17-10-1100

Z.19 LANDSCAPE ORDINANCE COMPLIANCE CH. 17-11

Z.20 TOWNHOUSE DEVELOPMENT STANDARDS 17-2-0500

Z.21 PLANNED DEVELOPMENT STANDARDS CH. 17-8

Z.22 OPEN SPACE IMPACT FEE WORKSHEET CH. 16-18

Z.23 AFFORDABLE REQUIREMENT ORDINANCE (ARO) CH. 2-44

Z.24 PLAT OF SURVEY 17-13-1302-B

CHICAGO ZONING ORDINANCE REQUIREMENTS

ITEM SUBJECT CODE REFERENCE ORDINANCE REQUIREMENT ACTUAL N/A LOCATION / SHEET NO.

CODE MATRIX

B.03.01 PROPOSED OCCUPANCY CLASSIFICATION(S) 14B-3-302.1

B.03.02 EXISTING OCCUPANCY CLASSIFICATION(S) 14R-3-302.6, CH. 14B-3

B.04.01 SPECIAL OCCUPANCY CONDITIONS CH. 14B-4

B.05.01 GRADE PLANE 14B-2-203.2
B.05.02 BUILDING HEIGHT IN FEET ABOVE GRADE PLANE 14B-2-203.3, 14B-5-504.3

B.05.03 NUMBER OF STORIES ABOVE GRADE PLANE 14B-2-202, 14B-5-504.4

B.05.04 MEZZANINE / EQUIPMENT PLATFORM 14B-5-505

B.05.05 BUILDING AREA 14B-2-203.4, 14B-5-506

B.05.06 NUMBER OF BASEMENTS EXCLUDED FROM AREA 14B-5-506.1.3

B.05.07 FRONTAGE INCREASE 14B-5-506.3

B.05.08 MIXED OCCUPANCE STRATEGY 14B-5-508

B.05.09 ACCESSORY OCCUPANCIES 14B-5-508.2

B.05.10 INCIDENTAL USES 14B-5-509

B.06.01 CONSTRUCTION CLASSIFICATION 14B-6-602

RATING - PRIMARY STRUCTURAL FRAME TABLE 14B-6-601, 14B-7-704

RATING - EXTERIOR BEARING WALLS TABLE 14B-6-601, 14B-6-602

RATING - INTERIOR BEARING WALLS TABLE 14B-6-601

RATING - EXTERIOR NON BEARING WALLS TABLE 14B-6-602

RATING - FLOOR CONSTRUCTION TABLE 14B-6-601

RATING - ROOF CONSTRUCTION TABLE 14B-6-601

B.06.02 COMBUSTIBLE MATERIAL, TYPE I-IV CONST. 14B-6-603, 14B-6-604

B.06.03 BASEMENT CONSTRUCTION 14B-6-605

B.07.01 EXTERIOR WALL RATING TABLES 14B-6-601, 14B-6-602

B.07.02 EXTERIOR WALL PROJECTIONS 14B-7-705.2

B.07.03 EXTERIOR WALL OPENINGS 14B-7-705.8

B.07.04 EXTERIOR WALL PARAPETS 14B-7-705.11

B.07.05 FIRE WALL RATING 14B-7-706.4

B.07.06 FIRE WALL OPENINGS 14B-7-706.8, 14B-7-716.1

B.07.07 WALL/FLOOR RATING - OCCUPANCY SEPARATION 14B-7-707.3.9, 14B-7-711.2.4.1

B.07.08 WALL/FLOOR RATING - FIRE AREA SEPARATION 14B-7-707.3.10, 14B-7-711.2.4.2

B.07.09 WALL/FLOOR RATING - CONTROL AREA 14B-4-414.2.4, 14B-7-707.3.8

B.07.10 WALL/FLOOR RATING - INCIDENTAL USES 14B-7-707.3.7, 14B-7-711.2.4.5

B.07.11 WALL/FLOOR RATING - UNIT SEPARATION 14B-4-420, 14B-7-711.2.4.3

B.07.12 WALL/FLOOR RATING - CORRIDOR 14B-7-708, 14B-10-1020.1

B.07.13 SMOKE BARRIER 14B-7-709

B.07.14 VERTICAL OPENINGS 14B-7-712

B.07.15 SHAFT ENCLOSURE - RATING 14B-7-713.4

B.07.16 SHAFT ENCLOSURE - CONTINUITY 14B-7-713.5

B.07.17 SHAFT ENCLOSURES - OPENINGS/PENETRATIONS 14B-7-713.7, 14B-7-713.8

B.07.18 PENETRATION OF RATED CONSTRUCTION 14B-7-714

B.07.19 OPENING PROTECTIVES 14B-7-716

B.07.20 DUCT AND TRANSFER OPENINGS 14B-7-717

B.07.21 FIREBLOCKING / DRAFTSTOPPING 14B-7-718

B.08.01 INTERIOR FINISH: ROOMS/SPACES TABLE 14B-8-803.13

B.08.02 INTERIOR FINISH: CORRIDORS/ EXIT ACCESS TABLE 14B-8-803.13

B.08.03 INTERIOR FINISH: EXIT / EXIT DISCHARGE TABLE 14B-8-803.13

B.08.04 INTERIOR FLOOR FINISH (FIBROUS) 14B-8-803.4.2

B.09.02 AUTOMATIC SPRINKLER SYSTEM 14B-9-903.2

B.09.03 ALTERNATIVE AUTOMATIC EXT. SYSTEM 14B-9-904.2

B.09.04 STANDPIPE SYSTEM 14B-9-905.3

B.09.05 PORTABLE FIRE EXTINGUISHERS 14B-9-906.1

B.09.06 FIRE ALARM SYSTEM 14B-9-907.2

B.09.07 SINGLE AND MULTIPLE STATION SMOKE ALARMS 14B-9-907.2.10

B.09.08 VISIBLE ALARM NOTIFICATION 14B-9-907.5.2.3

B.09.09 SMOKE CONTROL SYSTEMS 14B-9-909

B.09.10 SMOKE AND HEAT REMOVAL 14B-9-910.2

B.09.11 FIRE DEPARTMENT CONNECTION 14B-9-912.2, 14B-9-912.4

B.09.12 FIRE PUMP ROOM RATING 14B-9-913.2.1

B.09.13 SIGNAGE FOR SHAFTWAY/EQUIPMENT ROOM 14B-9-914

B.09.14 CARBON MONOXIDE DETECTION 14B-9-915

B.09.15 CITY FIRE ALARM BOX 14B-9-919.1

B.10.01 OCCUPANT LOAD CALCULATION LOAD SHOWN 14B-10-1004.1

B.10.02 EGRESS CAPACITY CALCULATION  SHOWN 14B-10-1005.1

B.10.03 COMMON PATH OF EGRESS TRAVEL DISTANCE TABLE 14B-10-1006.2.1

B.10.04 SINGLE EXIT CONDITION ALLOWED 14B-10-1006.3.3

B.10.05 EXIT AND EXIT ACCESS SEPARATION 14B-10-1007.1

B.10.06 ACCESSIBLE MEANS OF EGRESS 14B-10-1009

B.10.07 TWO-WAY COMMUNICATION 14B-10-1009.8

B.10.08 ROOF ACCESS 14B-10-1011.12

B.10.09 EXIT SIGNS 14B-10-1013

B.10.10 HANDRAIL / GUARDRAIL DETAIL 14B-10-1014, 14B-10-1015

B.10.11 EXIT ACCESS TRAVEL DISTANCE 14B-10-1017.2

B.10.12 ASSEMBLY SEATING REQUIREMENTS 14B-10-1029

B.12.01 NATURAL VENTILATION 14B-12-1202.1

B.12.02 NATURAL LIGHT 14B-12-1204.2

B.12.03 COURT / YARD MINIMUM DIMENSIONS 14B-12-1205

B.12.04 MINIMUM CEILING HEIGHT 14B-12-1207.2

B.12.05 MINIMUM ROOM AREA 14B-12-1207.3

B.14.01 EXTERIOR WALL COVERINGS-COMBUSTIBILITY 14B-12-1405.1

B.15.01 ROOF FIRE CLASSIFICATIONS 14B-15-1505.1

B.15.02 ROOFTOP STRUCTURE HEIGHT 14B-15-1510, 14B-15-1513

B.15.03 ROOFTOP STRUCTURE AREA 14B-15-1510.1.1, 14B-15-1513.1.1

B.15.04 ROOFTOP STRUCTURE MATERIAL 14B-15-1513.3

B.15.05 ROOF COVERING SOLAR REFLECTANCE 14B-15-1515.2

B.27.01 ELECTRICAL ROOM FIRE RESISTANCE RATING TABLE 14B-5-509, TITLE 14E

B.27.02 ELECTRICAL ROOM NUMBER OF EXITS 14B-10-1006.2.2.7

B.28.01 MECHANICAL ROOM FIRE RESISTANCE RATING TABLE 14B-5-509

B.28.02 MECHANICAL  ROOM NUMBER OF EXITS 14B-10-1006.2.2

B.30.01 ELEVATOR CABS PER HOISTWAY 14B-30-3002.2

B.30.02 ELEVATOR CAB DIMENSIONS 14B-30-3002.4

B.30.03 STANDBY POWER FOR ELEVATOR 14B-10-1009.4.1

B.30.04 ELEVATOR MACHINE ROOM RATING 14B-30-3005.1

B.31.01 FENCE HEIGHT AND MATERIAL 14B-31-3114, (+ZONING REQT'S)

2019 CHICAGO BUILDING CODE REQUIREMENTS

ITEM SUBJECT CODE REFERENCE ORDINANCE REQUIREMENT ACTUAL N/A LOCATION / SHEET NO.

A.04.01 EXCAVATION CERTIFICATION (FORM 402) 14A-4-406

B.11.01 ACCESSIBILITY COMPLIANCE DATA MOPD PROJECT DATA FORM

B.16.01 STRUCTURAL DESIGN DATA 14B-16-1603

B.18.01 GEOTECHNICAL REPORT 14B-18-1803.1, 14B-18-1803.6

E.02.01 ELECTRICAL DRAWINGS 14E-2-215.5

M.01.01 MECHANICAL EQUIPMENT SCHEDULES / SPECS 14A-4-404.2.1, 14A-4-404.12, 14A-4-404.21

M.04.01 MECHANICAL VENTILATION / EXHAUST SCHEDULE 18-28-403.14

N.01.01 ENERGY CONSERVATION CODE COMPLIANCE DATA 14A-4-411.3.13

P.04.01 PLUMBING FIXTURE SCHEDULE 18-29-403.1

P.11.01 STORMWATER MANAGEMENT ORDINANCE PLAN CH.18-11

OTHER REQUIRED DATA

ITEM SUBJECT CODE REFERENCE COMPLETE N/A

ARCHITECT'S STATEMENT & SEAL
I HEREBY CERTIFY THAT THESE PLANS WERE PREPARED UNDER MY SUPERVISION
AND TO THE BEST OF MY KNOWLEDGE COMPLY WITH THE CITY OF CHICAGO
BUILDING CODES AND ORDINANCES

CODE MATRIX

THE ARCHITECT AND HIS CONSULTANTS DO NOT WARRANT OR GUARANTEE THE ACCURACY AND
COMPLETENESS OF THE WORK PRODUCT HEREIN BEYOND REASONABLE DILIGENCE. IF ANY MISTAKES,
OMISSIONS, OR DISCREPANCIES ARE FOUND TO EXIST WITHIN THE WORK PRODUCT, THE ARCHITECT
SHALL BE PROMPTLY NOTIFIED SO THAT HE MAY HAVE THE OPPORTUNITY TO TAKE STEPS NECESSARY
TO RESOLVE THEM.  FAILURE TO PROMPTLY NOTIFY THE ARCHITECT OF SUCH CONDITIONS SHALL
ABSOLVE THE ARCHITECT OF ANY RESPONSIBILITY FOR THE CONSEQUENCES OF SUCH FAILURE.
ACTIONS TAKEN WITHOUT KNOWLEDGE AND CONSENT OF THE ARCHITECT, OR IN CONTRADICTION TO
THE ARCHITECT'S WORK OR RECOMMENDATIONS, SHALL BECOME THE RESPONSIBILITY OF THE PARTIES
RESPONSIBLE FOR SAID ACTIONS.

LIMITATION OF WARRANTY OF ARCHITECTS WORK PRODUCT

B3-3 (TSL)

RESIDENTIAL A2

A0.2, A1.1-A2.3

A0.2, A1.1-A2.3

12,545.00 SQ.FT.

0'-0"

30'-0" AT RESIDENTIAL

400 SF/UNIT

16 PER TSL+ 1 BIKE / CAR ELIMINATED 17 + 24 BIKE SPACES

0'-0"

3.0 2.50

0-0"

60'-0" 43'-3 3/4" AT B/ CEILING  

PROVIDED

x

x

x
x

x

x
x

PROVIDED

A0.2

A0.2, A1.1-A1.6

A0.2, A1.1-A1.6

A0.2, A2.1-A3.3

A0.2

A0.2

A0.2
A0.2

A0.2, A1.1-A1.6

A0.2, A1.1

RES. A2 (GRND FLR SPECIAL USE)

x

x

x

x

x
x
x
x
x

A0.2, A1.1-A3.3

x
x

x
x
x
x

x

x

A2.1-A3.3
A2.1-A3.3

A0.2, A1.1-A1.6

A0.2, A1.1-A3.3

310.6 R-2/ S-2 R-2 / S-2

AVERAGE LEVEL 0'-0"

58'-0"
5 5

IIIA IIIA

70'-0"

120,000 SQFT 31,293.54 SQ.FT.

1 HR 2 HR  A1.0-A3.3

2 HR 3 HR

1 HR

30 MIN 1 HR

1 HR

1 HR

3HR , 1 HRS-2 TO R 3HR, 1 HR R TO R

2 HR

x
3'<5'=15% ALL COMPLY SEE ELEVATIONS A2.1-A2.3

30" MIN OR 0' 705.11 (5) A2.1-A3.342" AND 12" PER 705.11(5.1)

x

x
x

1 HR

1 HR

A1.0-A3.3, A1.7

x
2 HR 

3HR/ 1 HR A1.1-A4.3

x
1 HR 1HR

1 HR 4 HR 1 HR 4 HR 

x

NOTED NOTE B(3) A1.0, A4.3REQUIRED

CLASS C

CLASS C

CLASS A

HARDWOOD / CLASS I

CLASS C

CLASS C

CLASS A

CLASS I NOTE B(4) A1.0

NOTE B(6) A1.0

NOTE B(6) A1.0

NOTE B(7) A1.0

x
x

x

x

B.RM, 15' FROM BR, UPPER CLG PROVIDED A1.1-A1.2, E SHEETS

IN DWELLING UNIT A1.1-A1.2, E SHEETSPROVIDED

125 GSF/OCCUPANT

STAIRS-.3"/OCC, OTHER .2"/OCC 

20 OCC MAX/ 75'-0" W/ SPRINKLER

1/3 DIAG. W/ SPRINKLER (47'-6") 60'-8"

COMPLIED

COMPLIED

COMPLIED

x
x

x

x

ACCESS REQUIRED ROOF SCUTTLE & LADDER PER 1011.12.1 A1.6

34"-38" RAILING / 42" GUARADRAIL

250'-0"

A1.0-A3.3

4% OCCUPIED ROOMS 

8% OCCUPIED ROOMS 
51"@ 47'-4" HT / 100"@ 59-0" H

7'-0"

120SF MIN/60 SF DIN./180SF LDK

COMPLIED

COMPLIED
M SHEETS

NOTE E(7) A1.0, A3.1-A3.3
COMPLIED A1.1-A1.6

CLASS B CLASS A A3.1-A3.3

12'-0" ABOVE ROOF DECK 8'-2 3/16" ABOVE ROOF DECK A0.2, A2.1-A3.3

IIIA IIIA A1.6, A3.3

INITIAL/.72 OR 3 YR INST. >.5 A3.1-A3.3NOTE PROVIDED

1 EXIT < 3000 AMPS 2000 AMP SERVICE 2 EXITS A1.1

30'-0"

6'-2"

9'-0"

4'-6"

2 HR/

2 HR/

1 HR

3 HR / 2 HR

1 HR

64" @ 47'-4"H / 100"@59'-0"H A0.2, A1.1-A3.1

FULL NFPA 13 A0.1, A1.0-A1.6, P SHEETS

A1.1-A3.3, A1.7, A4.1-A4.3 

x

37,635.00 SF 31,319.3 SQ.FT.

0 0

(3<5) 2 HR @S 1HR @ R   (5<10) 1 HR 4 HR2 HR/

5'<10' 25%

x

1 HR A1.0-A3.3, A1.7

 2 HR

A1.1-A4.3

A1.7

A1.7

A1.7

x

NO MIN DIMENSION BLDG IS 5 STORIES N/A A1.1-A1.6
4 MAX 1 A1.1-A1.6

REQUIRED PROVIDED E SHEETS

824 W. SUPERIOR STREET, SUITE 203
CHICAGO, IL 60642
PH. 312-624-9820    

NLP CONCEPTS, LLC
STRUCTURAL ENGINEER

FAX: 312-624-8243
NATALIE@NLPENGINEERING.COM

8653 N. ELMORE STREET
NILES, IL 60714
PH. 312-404-3855

ARV ENGINEERING, INC.
CONSULTING CIVIL ENGINEER

ABHIJITVEER@YAHOO.COM
B3-3 (TSL)

1 1

PARKWAY/TRASH PARKWAY/TRASH A0.2, A1.1

x

x

 A1.0-A3.3

 A1.0-A3.3

 A1.0-A3.3

 A1.0-A3.3

 A1.0-A3.3

x
 A1.0-A3.3

15'<20' 45%

3HR , 1 HRS-2 TO R 3HR, 1 HR R TO R A1.1-A3.3,A1.7,  A4.1-A4.3 

3HR/ 1 HR 

A1.1-A4.3

A1.1-A4.3

NOTEDREQUIRED M0.1

FULL NFPA 13

1 PER 11,250 SF, 75' MAX 1 EACH FLOOR A1.0-A1.6

NOTEDREQUIRED

x
A1.0-A1.6, E SHEETS

NOTEDREQUIRED A1.0-A1.6, E SHEETS

NOTEDREQUIRED A1.0-A1.6, E SHEETS
1 HR 1 HR A1.1, A4.1, A4.2

A1.71ST/2ND STORY -125'-0" W/ SPRINKLER COMPLIED

A1.7

A1.0-A1.6, A5.1-A5.9PROVIDEDREQUIRED

PROVIDEDREQUIRED A1.0-A1.6, A5.1-A5.9

PROVIDEDREQUIRED E SHEETS

PROVIDED A1.7

M SHEETS

x

4 4

PROVIDED

x

x

300 SF/ EFF UNIT
(32) UNITS  - 12,300 SQ.FT L.A.

(5 EFF = 1500 SQ.FT.  LA.)
(27)  STD. UNITS = 10800 SQ.FT. 

SITE IS WITHIN 1320 FEET OF APPROVED CTA OR BUS ROUTE  AND QUALIFIES FOR TSL PARKING REDUCTION 1

1

1

1

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A0.1

MATRIX



6'-2"FRONT YARD 

REAR YARD OPEN SPACE

SIDE YARD

REAR YARD

N/A

30'-0"

N/A

30'-0"

CITY OF CHICAGO ZONING DATA
CATEGORIES

LOT AREA:

ZONING CLASS: B3-3 

REQUIRED ACTUAL

SOUTH

NORTH 4'-6"

4'-6"

12,545.00 SQ.FT.

0'-0"

12,545.00 SQ.FT.

B3-3 

OWNER

DECEMBER 15, 2022.  PLANT TIME:

ARCHITECT

LANDSCAPING STATEMENT
THE UNDERSIGNED ACKNOWLEDGES THAT THE LANDSCAPE PLANTING SHOWN ON THE LANDSCAPE PLAN FOR
THE PROPERTY AT 4100 N. SHERIDAN RD. CHICAGO, IL TO THE BEST OF THE UNDERSIGNED APPLICANT'S
KNOWLEDGE HAS BEEN DESIGNED AND WILL BE INSTALLED, MAINTAINED, AND  REPLACED, AS REQUIRED, BY
THE CURRENT AND SUBSEQUENT OWNERS IN ACCORDANCE WITH THE REQUIREMENTS OF CHAPTER 32 OF
THE  CHICAGO MUNICIPAL CODE, THE LANDSCAPING STANDARDS OF THE CHICAGO ZONING ORDINANCE, AND
THE "GUIDE TO THE CHICAGO  LANDSCAPING ORDINANCE."

ARCHITECT

PROTECTION STATEMENT

OWNER

0'-0"

SINGLE STEM TREE W/GUY WIRES
NOTE: REMOVE ANY WIRE PLANT BALL
BASKETS BEFORE PLANTING TREE

RUST RESISTANT
STEEL STAKES

TEMPORARY SAUCER
(REMOVE ONCE FINAL SODDING
AND IRRIGATION IS COMPLETE)

SOLID RUBBER
STRETCH SUPPORTS (3)

THE BOTTOM OF THE PLANT
PIT SHALL BE TAMPED PRIOR
TO THE SETTING OF THE TREE
TO PREVENT SETTLEMENT

18"18"
minmin

VARIES WITH
PLANT BALL
SIZE

PLANTING SECTION

5'
-0

"
3'

-6
" 

M
IN

.

6"

ORNAMENTAL IRON FENCE

1 2"

8'-0" MAX.

6'
-0

"

EQ
.

3'
-6

" 
M

IN

3'
-0

" 
M

IN

EQ
.

3" 
MIN

.

1 2"4"

TREATED WOOD FENCE

8'-0" MAX.

PARKING AREA PLAN

CITY OF CHICAGO INTERIOR LANDSCAPING
PARKING LOT AREA: 4748 SQ.FT.

1 TREE / 125 SQ.FT. INTERNAL LANDSCAPE- 200/125

7.5% INTERIOR LANDSCAPE REQUIRED 357 SQ.FT.

REQUIRED PROVIDED

3 TREES

0

3 SWAMP WHITE OAK

PLANT LIST
Qty. Size: Scientific Name: Common Name:

2 2.5" cal.

Spacing:

See PlanQuercus bicolor

See Plan15 Euonymus alatus BURNING BUSH 36" o.c.

3 2.5" cal. SUGAR MAPLE See PlanAcer Saccharum

BIKE RACK DETAILS
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PITCH 1/4" PER FT
BUILT UP CRICKET

PITCH 1/4" PER FT
BUILT UP CRICKET PITCH 1/4" PER FT

BUILT UP CRICKET
PITCH 1/4" PER FT
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TSL DISTANCE TO X-9 BUS STOP TSL DISTANCE TO RED LINE ENTRANCE

RED LINE ENTRANCE

X-9 BUS STOP

ARCHITECT SWORN STATEMENT FOR PARKING REDUCTION
I, CHRISTOPHER G. BOEHM, OF THREE SIXTY DESIGN STUDIO LLC HEREBY CERTIFY THAT TO THE BEST OF MY KNOWLEDGE AND BELIEF THAT THE
DISTANCE FROM THE X-9 CTA BUS STOP TO THE NEAREST BOUNDARY POINT OF THE PROPOSED SITE AT 4102 N. SHERIDAN  BY A STRAIGHT LINE IS
772.29' AND THAT THE DISTANCE FROM THE RED LINE CTA ENTRANCE TO THE NEAREST BOUNDARY POINT OF THE PROPOSED SITE AT
4102 N. SHERIDAN  BY A STRAIGHT LINE IS 985.08' WHICH IS LESS THAN THE REQUIRED 1,320.00'

ARCHITECT

CHRISTOPHER G. BOEHM
ILLINOIS ARCHITECT LICENSE 001-010130
DATE: JUNE 27, 2022

THE UNDERSIGNED ACKNOWLEDGES THAT EXISTING PARKWAY AND ON SITE TREES ARE TO
BE PROTECTED WHILE THE PROJECT IS UNDER CONSTRUCTION AND WILL BE REPLACED BY
CURRENT AND SUBSEQUENT OWNER IF DAMAGED.
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MARK DIMENSIONS AREA
1 155'-10"x53'-4" 8311.11 SF
2 40'-4"x1'-0"     40.33 SF
3 44'-6"x1'-0"     44.50 SF
4 13'-10"x1'-0"     13.83 SF
5 21'-0"x1'-0"     21.67 SF
6 13'-6"x1'-0"     13.50 SF
7 3'-6"x0'-4"       1.17 SF
8 3'-0"x0'-4"       1.00 SF
9 3'-6"x0'-4"       1.17 SF
10 13'-6"x1'-0"      13.50 SF
11 24'-0"x1'-8"      40.00 SF
12 31'-2"x1'-8"      51.94 SF
13 10'-0"x0'-4"        3.33 SF
14 16'-6"x1'-8"      27.50 SF
15 10'-0"x0'-4"        3.33 SF
16 54'-0"x1'-8"      90.00 SF

8677.77   SF
x 3 FLOORS

SUBTOTAL 26,033.64 SF
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MARK DIMENSIONS AREA
1 85'-2"x53'-4" 4542.22 SF
2 2'-0"x1'-4"      2.67 SF
3 4'-0"x1'-4"      5.33 SF
4 3'-0"x1'-4       4.00 SF
5 1'-0"x1'-4       1.33 SF
6 0'-8"x2'-4"       1.56 SF
7 8'-6"x18'-4"    155.83 SF
8 9'-2"x20'-4"    186.39 SF
9 21'-4"x1'-0"      21.33 SF
10 13'-10"x1'-0"      13.83 SF
11 21'-4"x1'-0"      21.33 SF
12 13'-6"x1'-0"      13.50 SF
13 3'-6"x0'-4"        1.17 SF
14 3'-0"x0'-4"        1.00 SF
15 3'-6"x0'-4"        1.17 SF
16 13'-6"x1'-0"      13.50 SF
17 24'-0"x1'-8"      40.00 SF
18 31'-2"x1'-8"      51.94 SF
19 10'-0"x0'-4"        3.33 SF
20 10'-0"x1'-8"       16.67 SF
21 15'-0"x6'-8"      100.00 SF
22 10'-0"x1'-0"        10.00 SF
23 0'-8"x1'-4"          0.89 SF
24 0'-8"x1'-10"  1.22 SF
25 1'-4"x1'-10"  2.44 SF
26 9'-0"x1'-0"  9.00 SF
27 1'-4"x1'-4"           1.78 SF
28 1'-4"x1'-8"  2.22 SF
29 1'-4"x1'-4" (6 TOTAL) 10.68 SF
30 0'-4"x1'-4"   0.44 SF
31 15'-8"x1'-4" 20.89 SF
32 21'-0"x1'-4" 28.00 SF

  5,285.66 SF
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TOTAL AREA = 5,285.66+26,033.64 = 31,319.301

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS



NOTES: ALL WINDOWS TO BE AS INDICATED IN SCHEDULE ABOVE

     1.  G.C. TO VERIFY ALL ROUGH OPENING DIMENSIONS WITH MANUFACTURER PROIR TO ORDERING.
     2.  ALL OPERABLE WINDOWS AND DOORS TO HAVE SCREENS
     3.  ALL DOORS AND WINDOWS TO HAVE 3/4" DOUBLE PANE INSULATED LOW-E ANNEALED GLASS, PRESERVE FILM, ARGON FILLED WITH

     4.  ALL DOOR UNITS, SIDE LIGHTS, WINDOWS ABOVE TUBS, GLASS SHOWER DOORS BE TEMPERED SAFTEY GLASS.
     5.  ALL WINDOWS LESS THAN 24" ABOVE FINISHED FLOOR TO BE TEMPERED SAFTEY GLASS.
     6.  WINDOW MANUFACTURER TO PROVIDE EXTENSION JAMBS ON ALL UNITS AS REQUIRED.

     8.  INTERIOR TO BE PRIMED WHITE FINISH

'U' VALUES THAT MEET OR EXCEED THOSE LISTED.

     7.  SEE ELEVATION FOR SWING

1. PROVIDE AN ACCESSIBLE ROUTE TO ALL WINDOWS WITH THE EXCEPTION OF BATHROOMS OR KITCHENS
2. CONTROLS AND OPERATING MECHANISMS SHALL BE BETWEEN 15"-48" A.F.F.
3. 5# MAXIMUM FORCE TO OPERATE 

THE FOLLOWING: SEE STANDARD ACCESSIBILITY SHEETS FOR ADDITIONAL INFORMATION
ACCESSIBLE UNITS LISTED AS TYPE A IN IAC DISTRIBUTION BELOW TO COMPLY WITH 

ACCESSIBILITY WINDOW REQUIREMENTS

WALL SECTION TAG

RE: SHEET A4.1
PARTITION TAG.  

SHEET KEYED NOTE

 D1

DOOR TAG (REFER TO

CEILING MOUNTED HARD WIRED
CARBON MONOXIDE DETECTOR

WITH ALARM SILENCING CONTROL, INTERCONNECTED
CEILING MOUNTED HARD WIRED SMOKE DETECTOR

FROST PROOF SILL COCK W/ SHUT

PEOPLES GAS
GAS METER PROVIDED BY   

OF VALVE

SCHEDULE)

SYMBOL LEGEND

WINDOW TAG ( REFER TO WINDOW
SCHEDULE) WITHIN EACH  DWELLING UNIT MOUNTED MIN 10' FROM 

COOKING APPLIANCE PER (13-64-120) THRU (13-64-180)

GENERAL ACCESSIBILITY REQUIREMENTS:

PROJECT MUST COMPLY WITH CBC 14B-11
ALL TYPE A UNITS TO COMPLY WITH ICC/ANSI A117.1-2009, CHAPTER 1003.
TYPE B UNITS TO COMPLY WITH ICC/ANSI A117.1-2009, CHAPTER 1004.
IAC-2018 SECTIONS 233, 809, 804 & 812
IN ADDITION IT MUST COMPLY WITH:
FAIR HOUSING AMENDMENTS ACT 7 GUIDELINE REQUIREMENTS
(MOPD DOES NOT HAVE ENFORCEMENT AUTHORITY PER FHAA)

FHAA REQUIREMENTS:

1. FHAA GUIDELINE REQUIREMENTS PER SECTION 100.205
(1) PROVIDE ACCESSIBLE BUILDING ENTRANCE ON ACCESSIBLE ROUTE
(2) PROVIDE ACCESSIBLE AND USABLE PUBLIC COMMON USE AREAS.
(3) PROVIDE USABLE DOORS.
(4) PROVIDE ACCESSIBLE ROUTE INTO AND THROUGH THE COVERED UNIT.
(5) PROVIDE LIGHT SWITCHES, ELECTRICAL OUTLETS, THERMOSTATS, AND

OTHER ENVIRONMENTAL CONTROLS IN ACCESSIBLE LOCATIONS.
(6) PROVIDE REINFORCED WALLS IN BATHROOMS FOR GRAB BARS.
(7) PROVIDE USABLE KITCHENS AND BATHROOMS.

2. TWO WAY COMMUNICATION SYSTEM SHALL BE PROVIDED WITHIN EACH
AREA OF RESCUE ASSISTANCE IN STAIRWELLS ON EACH FLOOR EXCEPT
DISCHARGE FLOOR TO COMPLY WITH IAC 508.8.

3. WILL PROVIDE IN 20% OF THE 20% TYPE A AND 20% OF THE 80% TYPE B UNITS,
CONDUIT LINES AT THE TIME OF INITIAL CONSTRUCTION SO AS TO INSTALL ON
AN AS NEEDED BASIS VISUAL ALARM. VISUAL ALARMS TO BE VISIBLE IN ALL
ROOMS AND SPACES EXCEPT UTILITY ROOMS AND CLOSETS.

4. DOOR REQUIREMENTS:
A. ALL DOORS SHALL HAVE MINIMUM CLEAR WIDTH OF 32 INCHES WITH THE

DOOR OPEN 90 DEGREES MEASURED FROM THE FACE OF THE DOOR TO THE STOP.
B. DOORS WITH TWO INDEPENDENTLY OPERATED DOOR LEAVES SHALL HAVE

AT LEAST ONE LEAF WITH A MINIMUM CLEAR WIDTH OF 32 INCHES.
C. THRESHOLD HEIGHT SHALL BE NO GREATER THAN 1/2" FOR SWING DOORS

AND NO GREATER THAN 3/4" FOR SLIDING GLASS DOORS.
D. RAISED THRESHOLDS AND FLOOR LEVEL CHANGES AT ACCESSIBLE

DOORWAYS SHALL BE BEVELED WITH A SLOPE NO GREATER THAN 1:2.
E. HARDWARE ON ALL DOORS WITHIN ADAPTABLE UNITS SHALL BE

LEVER OPERATED OR PUSH TYPE MECHANISMS OR U-SHAPED HANDLES.
F. DOORS TO HAZARDOUS AREAS SHALL BE KNURLED AND IDENTIFIABLE TO

THE TOUCH BY A TEXTURED SURFACE ON THE DOOR HARDWARE.
G. DOOR OPENING FORCE SHALL BE 5 POUNDS ON ALL INTERIOR DOORS.
H. PEEP HOLE HEIGHT SHALL BE BETWEEN 40 AND 48 INCHES AFF.
I. THE MINIMUM MANEUVERING CLEARANCE AT DOORS SHALL NOT BE LESS

THAN 18 INCHES ON THE PULL SIDE.
J. SWINGING PRIMARY ENTRY DOOR WITH DIRECT EXTERIOR ACCESS ONTO

CONCRETE OR OTHER IMPERVIOUS LANDING SURFACE SHALL HAVE 1/2 INCH
MAXIMUM CHANGE IN LEVEL

5. SEE DOOR SCHEDULE, SHEET A1.0, FOR ALL ADDITIONAL DOOR AND HARDWARE
INFORMATION.

6. ACCESSIBLE UNIT APPLIANCE NOTES:
A. ALL APPLIANCES SHALL HAVE A CLEAR SPACE OF AT LEAST 30"X48"

ALLOWING EITHER A FORWARD OR PARALLEL APPROACH.
B. CONTROLS ON ALL APPLIANCES SHALL BE OPERABLE WITH ONE HAND AND

SHALL NOT REQUIRE TIGHT GRASPING, PINCHING, OR TWISTING OF THE
WRIST.

C. RANGES AND COOKTOPS

7. EXPOSED SURFACES WITHIN KNEE SPACES SHALL BE INSULATED OR
OTHERWISE PROTECTED ON EXPOSED CONTACT SURFACES.

8. LOCATION OF CONTROLS SHALL NOT REQUIRE REACHING ACROSS BURNERS.

9. OVENS
A. SHALL BE SELF-CLEANING OR LOCATED ADJACENT TO AN ADJUSTABLE

HEIGHT COUNTER.
B. THE DOOR LATCH SIDE OF SIDE OPENING OVENS SHALL BE LOCATED NEXT

TO THE OPEN COUNTER SPACE AND THERE SHALL BE A PULL-OUT SHELF
UNDER THE OVEN EXTENDING THE FULL WIDTH OF THE OVEN AND PULLING
OUT NOT LESS THAN 10 INCHES WHEN FULLY EXTENDED.

C. SHALL HAVE CONTROLS ON FRONT PANELS ON EITHER SIDE OF DOOR.

10. REFRIGERATORS AND FREEZERS SHALL BE OF THE VERTICAL SIDE-BY-SIDE
TYPE OR OVER-AND-UNDER WITH AT LEAST 50% OF THE FREEZER SPACE BELOW
54 INCHES AFF AND 100% OF THE REFRIGERATOR SPACE AND CONTROLS BELOW
54 INCHES.

11. DISHWASHERS SHALL HAVE ALL RACK SPACE ACCESSIBLE FROM THE FRONT OF
THE MACHINE FOR LOADING AND UNLOADING DISHES.

12. WASHING MACHINES AND CLOTHES DRYERS SHALL BE FRONT LOADING.

13. ALL PREMISES WITHIN COVERED MULTIFAMILY DWELLING UNITS SHALL HAVE
REINFORCEMENTS IN BATHROOM WALLS TO ALLOW LATER INSTALLATION OF
GRAB BARS AROUND TOILET, TUB, SHOWER STALL AND SHOWER SEAT, WHERE
SUCH FACILITIES ARE PROVIDED

14. PROVIDE ADJUSTABLE SHELVES AND RODS IN ALL TYPE A UNIT CLOSETS

8.    SHOWERS DOORS TO HAVE TEMPERED GLASS.

7(15-8-520).

AND COMPLETION OF THE WORK.

ENGINEERING DRAWINGS.

& AT THE TOP OF ENCLOSED STAIR.

THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING SOIL CONDITIONS PRIOR 

TO COMMENCEMENT OF CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR 

EXAMINING ALL SITE CONDITIONS AND ELEVATIONS PRIOR TO COMMENCEMENT OF 

CONSTRUCTION AND IS TO COMPARE THE SITE CONDITIONS AS INDICATED ON THE 

   ALL EXIT DOORS TO REMAIN KEYLESS IN THE DIRECTION OF EGRESS.

ALL GLASS TO COMPLY WITH SAFETY GLAZING REQUIREMENTS OF CHICAGO 

BUILDING CODE.  PER SECTION: 33(13-124-350),  34(12-200-280) OR 

   DO NOT SCALE DRAWINGS

SMOKE DETECTORS SHALL BE 15'-0" MAX FROM ALL BEDROOMS, HARDWIRED 

14.

16.

15.

13.

12.

CONSTRUTED TO WITHSTAND A 50 PLF  APPLIED AT THE TOP RAIL
ALL RAILS AND GUARDRAILS (INTERIOR AND EXTERIOR) SHALL BE 

   THIS PROJECT IS PRIVATELY OWNED AND PRIVATELY FINANCED.

OR A 200# CONCENTRATED LOAD IN ANY DIRECTION WHICHEVER IS GREATER

11.

9.

10.

4. MATERIALS AND SYSTEMS NOTES ARE TYPICAL IN NATURE AND APPLY TO 

PROJECT.

CLEAN".

TO ALL OTHER SIMILAR MATERIALS AND SYSTEMS, UNLESS NOTED OTHERWISE.

MULTIPLE DRAWINGS.  NOTES ON ANY ONE DRAWINGS ARE TO APPLY

ELEVATIONS REFERENCED ON ARCHITECTURAL DRAWINGS ARE TOP OF

SLAB LEVELS, UNLESS NOTED OTHERWISE.

SHAFTS WITH ALL TRADE'S CONTRACTORS, INCLUDING BUT NOTE LIMITED TO

COORDINATE FLOOR AND WALL PENETRATIONS, SLEEVES AND MECHANICAL

MECHANICAL, ELECTRICAL, PLUMBING AND FIRE PROTECTION CONTRACTORS.

CONTRACTOR SHALL SECURE AND PAY FOR ALL REQUIRED PERMITS, FEES, TAP 

CHARGES, DISCONNECT FEES, ETC., AS MAY BE REQUIRED BY THE CITY OF CHICAGO, 

AND ANY OTHER GOVERNMENTAL AGENCIES HAVING JURISDICTION OVER THIS 

GENERAL CONTRACTOR AND SUBCONTRACTORS TO FIELD VERIFY ALL 

DIMENSIONS AND CONDITIONS PRIOR TO ORDERING, FABRICATING OR COMMENCING 

WORK AND NOTIFY ARCHITECT OF ANY DISCREPANCIES.

IF THE CONTRACTOR SHOULD DISCOVER ANY DISCREPANCY BETWEEN THE 

CONTRACT DOCUMENTS OR BETWEEN THE CONTRACT DOCUMENTS AND THE EXISTING 

CONDITIONS, THE CONTRACTOR SHALL INCLUDE IN HIS BID PROPOSAL THE GREATER 

QUANTITY OR THE BETTER QUALITY AND SHALL THEN BRING THE MATTER TO THE 

ARCHITECT'S ATTENTION FOR A DECISION AND ADJUSTMENT IF NECESSARY.  

THE CONTRACTOR AND SUBCONTRACTOR DURING AND AT COMPLETION OF 

WORK SHALL REMOVE ALL SURPLUS CONSTRUCTION MATERIAL, INCLUDING BOXES, 

DEBRIS, ETC., AND DISPOSE OF SAME OFF-SITE LEAVE ALL SURFACES "BROOM 

THE OWNER'S AND ARCHITECT'S RESPONSIBILITY LIES IN THE PERMANENT 

RESULTS AND DO NOT INCLUDE THE MEANS, SEQUENCES OR PROCEDURES 

EMPLOYED BY THE CONTRACTOR IN EXECUTING AND COMPLETING THE WORK.  it IS 

THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE PROCEDURES OF 

CONSTRUCTION AND TO PROVIDE SAFE AND ADEQUATE MEANS OF SHORING, BRACING, 

SCAFFOLDING, LADDERS, STAGES, HOISTS, TEMPORARY SUPPORTS  AND OTHER 

FACILITIES OR METHODS AS HE MAY DETERMINE ARE REQUIRED FOR THE EXECUTION 

9.

11.

10.

8.

7.

6.

5.

SEAL EXTERIOR JOINTS AROUND DOORS, WINDOWS AND LOUVER FRAMES AND

   STAIR HEADROOM TO BE MIN. 7'-0". AND

   HANDRAILS TO BE MIN. 34-36" ABOVE STAIR TREADS.

COORDINATE SIZES AND LOCATIONS OF EQUIPMENT BASES AND

PROVIDE ACCESS PANELS AS REQUIRED FOR MECHANICAL, ELECTRICAL,

PLUMBING AND FIRE PROTECTION EQUIPMENT.

   PROVIDE M.R. BOARD IN ALL BATHROOM TYP.

ANCHOR AND REINFORCE CONCRETE CURBS AS SHOWN ON STRUCTURAL

ISOLATE DISSIMILAR METALS EFFECTIVELY FROM EACH OTHER TO PREVENT

AT PENETRATIONS OF MECHANICAL, ELECTRICAL, PLUMBING AND FIRE

PROTECTION ELEMENTS TO PREVENT LEAKAGE.

ELECTROLYTIC ACTION.

HOUSE KEEPING PADS.

6.

7.

5.

DRAWINGS.

3.

4.

2.

MISCELLANEOUS

DOORS ARE LOCATED BY THEIR JAMB DETAIL RELATIVE TO ADJACENT WALLS

CLEAR OPENINGS.

DRAWING ON SHEET A4.1

PARTITION NOTES

STAIR, ELEVATOR AND MECHANICAL SHAFTS ARE DIMENSIONED TO THEIR

HINGE FACE OF THE DOOR FRAMES.

AND PARTITIONS.  DOOR OPENINGS ARE DIMENSIONED TO THE STRIKE OR

MOVEMENT CONTROL: PROVIDE FOR VERTICAL MOVEMENT AT HEAD OF ALL CMU

FRAMING ABOVE UNLESS NOTED OTHERWISE ON THE PARTITION TYPES

EXTEND PARTITIONS TO THE UNDERSIDE OF THE STRUCTURAL DECK OR

E.

1.

2.

1.

D.

6.

7.

GENERAL

GENERAL NOTES

REFER TO STRUCTURAL, MECHANICAL, ELECTRICAL AND PLUMBING

DRAWINGS FOR ADDITIONAL GENERAL NOTES, ABBREVIATIONS & SYMBOLS.

PROFILES AND TYPES REQUIRED FOR THE WORK, REMAINDER OF THE

DETAILS SHOWN ARE TYPICAL IN NATURE AND ARE INDICATIVE OF 

WORK IS SIMILAR IN CHARACTER TO THESE DETAILS.

ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH STATE OF ILLINOIS 
AND CITY OF CHICAGO BUILDING CODES, LATEST EDITION, AND SHALL BE LEFT 

CLEAN AND IN PERFECT OCCUPANCY AND OPERATING CONDITIONS.

3.

2.

1.

A. DIMENSIONING

UNLESS NOTED OTHERWISE.

OF WALL UNLESS NOTED OTHERWISE.

INTERIOR WALLS AND PARTITIONS ARE DIMENSIONED TO ONE FINISHED FACE

NOTIFY THE ARCHITECT OF ANY DISCREPANCIES.

VERIFY DIMENSIONS IN THE FIELD BEFORE PROCEEDING WITH THE WORK.  

ALL DIMENSIONS ARE IN FEET-INCHES UNLESS NOTED OTHERWISE.

EXTERIOR WALLS ARE DIMENSIONED TO THE EXTERIOR FACE OF WALL

DIMENSIONS GOVERN.  DO NOT SCALE DRAWINGS.

4.

5.

2.

3.

1.

C.

ALL ROOF COVERINGS TO BE CLASS 'C' RATED

TO BE BOTH AUDIBLE AND VISUAL IN TYPE A UNITS 

TO BE BOTH AUDIBLE AND VISUAL IN TYPE A UNITS 

RE: RISER DIAGRAM FOR SIZE
ELECTRICAL PANEL

COMPLIANCE WITH CHICAGO ENERGY CONSERVATION CODE
R401.3:   CERTIFICATES MUST BE POSTED IN UTILITY ROOM SHOWING ENERGY VALUES OF FURNACE, WATER HEATER, WINDOWS, INSULATION ETC.
R402.4:   BUILDING THERMAL ENVELOPE MUST BE CONSTRUCTED TO LIMIT AIR LEAKAGE: WINDOWS, SLIDING DOORS, SKYLIGHTS EQUAL TO OR LESS THAN 0.3
CFM/SQUARE FOOT.
SWINGING DOORS EQUAL TO OR LESS THAN 0.5 CFM/SQUARE FOOT.
RECESSED LIGHTING: IC RATED AND AIRTIGHT.
R403.1:   MUST PROVIDE PROGRAMMABLE THERMOSTAT FOR HEATING AND COOLING SYSTEMS.
R403.3.2:   DUCTS MUST BE SEALED.
R403.3.3:   DUCTS MUST BE PRESSURE TESTED.
R403.3.5:   CAVITIES IN FRAME WALLS CANNOT BE USED AS PLENUMS.
R403.4:   PIPES CARRYING FLUIDS GREATER THAN 105 DEGREES F OR LESS THAN 55 DEGREES F MUST BE INSULATED R-3 MINIMUM.
R403.5:   HOT WATER SYSTEMS MUST HAVE CONTROLS.
R403.5.3:   HOT WATER PIPES MUST BE INSULATED R-3 MINIMUM.
R403.6:  MECHANICAL VENTILATION MUST MEET ILLINOIS-SPECIFIC REQUIREMENTS.
R403.7: HEATING AND COOLING EQUIPMENT MUST BE SIZED PER ACCA MANUALS 'S' AND 'J'.
R403.8:  MULTI FAMILY HEATING AND COOLING SYSTEMS MUST COMPLY WITH COMMERCIAL REQUIREMENTS.
R403.9:  SNOW MELT SYSTEMS MUST HAVE AUTOMATIC SHUTOFF.
R404.1: AT LEAST 75% OF LAMPS IN PERMANENT FIXTURES MUST BE HIGH EFFICACY.
R404.1.1: CONTINUOUS BURNING PILOT LIGHTS PROHIBITED.

STOPPED W/ A NON-COMBUSTIBLE MATERIAL SECURELY HELD IN PLACE TO 
PREVENT THE PASSAGE OF FIRE PER CBC

OF THE WALL.

FIRE RATINGS

AND REGULATIONS.

ALL INTERIOR FLOOR FINISHES TO BE CLASS 1 OR BETTER , .45 WATTS/CM2

THE CONTINUITY OF THE FIRE RATING OF FLOOR OR WALL CONSTRUCTION

COMPLETELY ENCLOSED BY THE FIRE RATED CONSTRUCTION) TO MAINTAIN

A FIRE RATING INDICATED IS FOR THE ENTIRE LENGTH AND HEIGHT

FIRE RATINGS INDICATED MUST COMPLY WITH UNDERWRITERS LABORATORIES

TESTS AND AS ACCEPTABLE BY THE APPLICABLE BUILDING CODES.

FIRE STOP OPENINGS IN THE FLOOR SLAB AND/OR RATED WALLS, INCLUDING

SPACES BETWEEN SLAB EDGE AND EXTERIOR WALL, SPACES BETWEEN 

DUCTS, CONDUIT, PIPING AND OTHER PENETRATIONS (EXCEPT WHEN 

AND TO PREVENT THE PASSAGE OF SMOKE AS PER CBC 

ALL PIPE SHAFTS & DUCTS PASSING BETWEEN FLOORS SHALL BE FIRE 

4.

5.

3.

2.

1.

B.

ALL INTERIOR WALL AND CEILING  FINISH TO BE  CLASS C OR BETTER6.
WITH 76-200 FSI AND 0-450 SDI.

ALL INTERIOR EXIT STAIRWAYS AND RAMPS AND EXIT PASSAGEWAYS WALL AND CEILING  FINISH TO BE  CLASS A7.
WITH 0-25 FSI AND 0-450 SDI.

WIDTH

DOOR

18

19

20

9

11

12

13

15

17

14

10

2

1

MARK TYPE MATRL

5

4

8

7

6

3

REMARKS/ NOTE #FRAME HARDWARE
MATERIAL FINISHTHICKNESSHEIGHT FINISH LABEL SET

DOOR SCHEDULE

21

16

22

23

24

25

26

27

28

29

30

31

32

33

35

34

36

37
38

39

(2) 3'-0"ALUMA ALUM1 3/4"7'-0" 1 5, BLACK ANODIZED FINISHPREFIN. PREFIN.

B 7'-0" 1 3/4" 1ALUMPREFIN. PREFIN.ALUM

3'-0"E NOTE#31 3/4" NOTE#3HC MTL-45 MIN. 7'-0" 45 MIN.HM WELDED 3-KNURLED HARDWARE

C 1 3/4"ALUM 3'-0" 7'-0" 2

E NOTE#31 3/4" NOTE#3HC MTL-180 MIN 3'-0" 7'-0" 180 MIN. 4

F NOTE#31 3/4" NOTE#3 5HC MTL-90 MIN 3'-0" 7'-0" 90 MIN. 5,8

E NOTE#31 3/4" NOTE#33'-0" 7'-0"

F 1 3/4" NOTE#3 NOTE#33'-0" 7'-0" 6 4,5,6

F NOTE#31 3/4" NOTE#3HC MTL-90 MIN 3'-0" 7'-0"

3'-0"HC MTL-90 MINF NOTE#31 3/4"7'-0" NOTE#3 6-DRIP CAP OVER DOOR

F NOTE#31 3/4" NOTE#33'-0" 7'-0" 3 -KNURLED HARDWARE
4'-0"F NOTE#31 3/4"7'-0" NOTE#3 4-DRIP CAP OVER DOOR

G NOTE#31 3/4" NOTE#3HC MTL-45 MIN 6'-0" 7'-0" 7
E NOTE#31 3/4" NOTE#3HC MTL-45 MIN 3'-0" 7'-0" 8

SC WD HM KD NOTE#37'-0" 1 3/4" NOTE#3 9D 3'-0"

SC WD 7'-0" 1 3/4" NOTE#3D 3'-0"

NOTE#31 3/4" NOTE#33'-0" 7'-0" 10-KNURLED HARDWARE

SC WD WOOD NOTE#37'-0" 1 3/4" NOTE#3 11D 3'-0"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3 12D 3'-0"

SC WD WOOD NOTE#37'-0" 1 3/4" NOTE#3 11D 2'-10"

SC WD WOOD NOTE#37'-0" 1 3/4" NOTE#3 11D 2'-10"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3 12D 2'-10"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3D 3'-0"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3D 2'-10"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3H 5'-0"

SC WD WOOD NOTE#37'-0" 1 3/4" NOTE#3 12J 2'-8"

SC WD WOOD NOTE#37'-0" 1 3/4" NOTE#3 4J 2'-10"

5'-0"SC WD 7'-0" 1 3/4"K WOOD NOTE#3NOTE#3 15
5'-4"SC WD 7'-0" 1 3/4"K WOOD NOTE#3NOTE#3 15
5'-8"SC WD 7'-0" 1 3/4"K WOOD NOTE#3NOTE#3 15
6'-0"SC WD 7'-0" 1 3/4"K WOOD NOTE#3NOTE#3 15

SC WD

WOOD

7'-0" 1 3/4" NOTE#3 NOTE#3 10D 2'-4"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3 10D 2'-6"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3 10D 2'-2"

SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3 10D 2'-8"

5'-0"SC WD

SC WD

WOOD NOTE#37'-0" 1 3/4" NOTE#3

NOTE#3WOOD7'-0" 1 3/4" NOTE#3

H

H 4'-0" 15

15

SC WD 7'-0" 1 3/4" NOTE#3 NOTE#3D 2'-4"

F 1 3/4" NOTE#3 NOTE#3HC MTL-45 MIN 3'-0" 7'-0" 440
41

42

16'-0"ALUM WOOD NOTE#47'-0" 11PREFIN

17'-0"ALUM WOOD NOTE#47'-0" PREFIN

NOTES:
     1.  ALL DOOR HARDWARE IS TO BE BLACK FINISH
     2.  ALL INTERIOR DOORS STYLE (SMOOTH OR PANEL TYPE) TO BE VERIFIED WITH OWNER PRIOR TO ORDERING.
     3.  ALL INTERIOR DOORS TO BE PAINT GRADE COLOR TO BE VERIFIED WITH OWNER.
     4.  ALL NON PREFIINSHED EXTERIOR DOORS TO BE PAINTED ON THE EXTERIOR FACE WITH A DURABLE EXTERIOR GRADE PAINT COLOR TO MATCH WINDOW.
     5.  ALL EXIT DOORS ARE TO BE KEYLESS FROM THE SIDE OF EGRESS.
     6.  45 MINUTE LABEL MTL DOOR FRAMES TO BE CECO SU SERIES WELDED STEEL FRAME 45 MINUTE RATED
     7.  180 MINUTE LABEL MTL DOORS FRAMES TO CECO SU SERIES WELDED STEEL FRAME 180 MINUTE RATED
     8.  90 MINUTE LABEL MTL DOORS FRAMES TO CECO SU SERIES WELDED STEEL FRAME 90 MINUTE RATED
     9.  45 MINUTE LABEL MTL DOOR FRAMES TO BE CECO SU SERIES WELDED STEEL FRAME- 16 GA 45 MINUTE RATED-18 GA H.D. STEEL STIFFENED DOOR
     10. 45 MINUTE LABEL MTL DOOR FRAMES TO BE CECO SU SERIES KNOCK DOWN STEEL FRAME 45 MINUTE RATED
     11.  PROVIDE OVERHEAD DOOR OPERATOR TO BE CONTROLLED BY LEVEL CARD READER

(6) HINGES 4 1/2"x 4 1/2" BALL BRG

(2) MORTISED DEADLATCH LOCK

(2) EXT. MORTISED CYLINDER

(2) PULL BAR

(2) CLOSER
(2) THRESHOLD- HDCP ACCESSIBLE

(2) WEATHERSTRIPPING AND SWEEP

1

SCHLAGE

CO-12

CORBIN RUSSWIN DC3210

(2) ELECTRIC STRIKE TIED TO READER

(1) NON KEYED REMOVABLE MULLION

VISION PANEL

TYPE F- DOOR

TYPE A

100 SQ. IN MAX
WIRE GLASS

TYPE K LOUVERED

TYPE J LOUVERED

LOUVER HEIGHT = 70"
FREE AREA = 20% OF LOUVER AREA

LOUVER WIDTH = DOOR -10"
TYPE G-DOUBLE DOOR

LOUVER HEIGHT = DOOR -70"
FREE AREA = 20% OF LOUVER AREA

LOUVER WIDTH = DOOR -20"

TYPE B

TYPE C
TYPE D

DOOR TYPES

FLUSH PAINT GRADE

GLASS PANEL
TEMPERED GLASS PANEL

TEMPERED

MTL

REMOVABLE
ASTRIGAL

REMOVABLE
ASTRIGAL

(2) 3'-0" 5, BLACK ANODIZED FINISH

1/4" TEMP GLASS

GLASS TRANSOM
GLASS TRANSOM

GLASS PANEL
TEMPERED GLASS PANEL

TEMPERED

5, BLACK ANODIZED FINISH SURFACE MOUNT ELECTRIC STRIKE CONTROLLED BY LATCH KEY READER

HM WELDED

5,6

5,7 MASONRY FRAME ANCHORS

(10"x10")

HM WELDED

5,7 MASONRY FRAME ANCHORSHM WELDED 180 MIN.

STEEL

STEEL

DOOR HARDWARE SCHEDULE
SET # TYPE FINISHMNFR MODEL NUMBER REMARKS

STEEL WITH SURFACE MOUNTED STRIKE
MORTISED ADAMS RITE

ADAMS RITE

(2) EXIT PADDLE ADAMS RITE

VON-DUPRIN

INTERCHANGEABLE CYLINDER CORE 23-030 LFIC

693

29KAWNEER
4591 335

5.1 E NOTE#31 3/4" NOTE#3HC MTL-45 MIN 3'-0" 7'-0" HM WELDED 5,6 MASONRY FRAME ANCHORS45 MIN.

(3) HINGES 4 1/2"x 4 1/2" BALL BRG
(1) MORTISED DEADLATCH LOCK

(1) EXT. MORTISED CYLINDER

(1) PULL BAR

(1) CLOSER

2

CO-12

CORBIN RUSSWIN DC3210

(1) ELECTRIC STRIKE TIED TO READER SURFACE MOUNT ELECTRIC STRIKE CONTROLLED BY LATCH KEY READER
MORTISED ADAMS RITE

ADAMS RITE

(1) PANIC BAR ADAMS RITE

INTERCHANGEABLE CYLINDER CORE 23-030 LFIC

693

29KAWNEER
8400 SERIES 335

PREFIN. ALUM PREFIN.

PRIVACY DEADBOLT LATCH (LEVER)3 LATCH
MORTISE BLK KNURLED LEVERDEADBOLT

STOREROOM LOCKSET (LEVER)4 SCHLAGE 622 INTERCHANGEABLE CYLINDRICAL CORE 23-303 LFIC/ KNURLED HANDLEAL-80

(3)- HINGES 4 1/2" X 4 1/2" 

(3)- HINGES 4 1/2" X 4 1/2" 
(1) CLOSER CORBIN RUSSWIN DC3200 693
(1) WALL STOP

(1) ELECTRIC STRIKE TIED TO READER RECESSED ELECTRIC STRIKE CONTROLLED BY LATCH KEY READERADAMS RITE

3-KNURLED HARDWARE

PASSAGE LOCKSET (LEVER)5 SCHLAGE 622AL-10

(3)- HINGES 4 1/2" X 4 1/2" 
(1) CLOSER CORBIN RUSSWIN DC3200 693
(1) WALL STOP

(1) ELECTRIC STRIKE TIED TO READER ADAMS RITE

4

SMOOTH PANEL

TYPE E

MTL

WOOD
SMOOTH PANEL

HC MTL-180 MIN

HM WELDED 90 MIN. 5 5,8 MASONRY FRAME ANCHORS

HM WELDED 45 MIN.HC MTL-45 MIN

(3) HINGES 4 1/2"x 4 1/2" BALL BRG
(1) MORTISED DEADLATCH LOCK

(1) EXT. MORTISED CYLINDER

(1) CLOSER

6

CORBIN RUSSWIN DC3210

(1) ELECTRIC STRIKE TIED TO READER SURFACE MOUNT ELECTRIC STRIKE CONTROLLED BY LATCH KEY READER
MORTISED ADAMS RITE

ADAMS RITE

(1) PANIC BAR ADAMS RITE

693

8400 SERIES 335

EXIT LOCKSET (LEVER) SCHLAGE AL-10

HM WELDED 90 MIN. 4,5,6 MASONRY FRAME ANCHORS

(1) CLOSER CORBIN RUSSWIN DC3210 693
(1) FLOOR STOP

45 MIN.HM WELDED 4,5,6 MASONRY FRAME ANCHORSHC MTL-45 MIN

HC MTL-45 MIN HM WELDED 45 MIN. 4,5,6 MASONRY FRAME ANCHORS

7

HM WELDED 45 MIN. 4,5,9 MASONRY FRAME ANCHORS

CONTINUOUS GEAR HINGE
(2) PUSH PLATE-4"x16"

(2) CLOSER CORBIN RUSSWIN DC3200

(2) PULL PLATE-4"x16" W/ ROUND PULL
IVES
IVES

(4) HEAVY DUTY BUMPER GUARDS BOMMER 10" HIGH x 32" LONG BOTH FACES OF DOORS

693

175-32-600

PASSAGE-DOUBLE DOOR

HOLD OPEN FUNCTION

(1) ADA THRESHOLD/ DOOR SWEEP AT FOOR #7 ONLY

8302-8
8200

PRIMED

HM WELDED 45 MIN.

STOREROOM LOCKSET (LEVER)8 SCHLAGE 622AL-80

(3)- HINGES 4 1/2" X 4 1/2" 
(1) CLOSER CORBIN RUSSWIN DC3200 693
(1) WALL STOP

(1) ELECTRIC STRIKE TIED TO READER RECESSED ELECTRIC STRIKE CONTROLLED BY LUXOR KEY READERADAMS RITE

4,5,6 

45 MIN. 3,5,10

3,5,109HM KD NOTE#3 45 MIN.

PRIVACY DEADBOLT LATCH (LEVER)9 LATCH MORTISE BLK
DEADBOLT

(3)- HINGES 4 1/2" X 4 1/2" 
(1) HINGE PIN CLOSER

BLK

(1) HEAVY DUTY HINGE PIN STOP BLK
BLK

(1) DOOR VIEWER BLK 1/2" BORE, 180 DEGREE VIEWER- MOUNT 48" A.F.F.

E HC MTL-45 MIN HM WELDED 45 MIN. 4,5,6

PASSAGE SET (LEVER)10 SCHLAGE 622
(3)- HINGES 4 1/2" X 4 1/2" BLK

AL-10

(1) CLOSER CORBIN RUSSWIN DC3200 693

PRIVACY SET (LEVER)11 SCHLAGE 622
(3)- HINGES 4 1/2" X 4 1/2" BLK

AL-40

(1) HINGE PIN STOP BLK

PASSAGE SET (LEVER)12 SCHLAGE 622
(3)- HINGES 4 1/2" X 4 1/2" BLK

AL-10

(1) HINGE PIN STOP BLK

PRIVACY POCKET DOOR HARDWARE13

PASSAGE POCKET DOOR HARDWARE

SCHLAGE

SCHLAGE

991BBLK 622

622990BBLK

13

AT BATHROOM
AT CLOSET

13

14

TYPE H
FLUSH PAINT GRADE

PRIVACY POCKET DOOR HARDWARE14 SCHLAGE 991BBLK 622
WITH RECEIVER

WOOD

WOOD 13

DUMMY TRIM-DOUBLE DOOR15
(2) DOUBLE BALL CATCH SYSTEM

SCHLAGE 622AL-170
BLK

TYPE L- INSULATED ALUM OVERHEAD FLUSH PANEL SECTIONAL DOOR- COLOR BLACK

L

L 11

F NOTE#31 3/4" NOTE#3HC MTL-90 MIN 3'-0" 7'-0" HM WELDED 90 MIN. 5 5,8 MASONRY FRAME ANCHORS

HM WELDED 45 MIN. 5,6 MASONRY FRAME ANCHORS

INSUL HOLLOW MTL

INSUL HOLLOW MTL

1/4" TEMP GLASS 1/4" TEMP GLASS

ALUM FRAME

GLASS TRANSOM

INSUL HOLLOW MTL

ALUM FRAME ALUM FRAME

H.M. FRAME

H.M. FRAME

H.M. FRAMEH.M. FRAME

WD. FRAME

WD. FRAME

AT ENTRY DOORS

WD. FRAME
ALL DOORS 
W/IN UNIT

WD. FRAME

30-007

SCHLAGE 30-007

INTERCHANGEABLE CYLINDER CORE 23-030 LFICSCHLAGE 30-007

INTERCHANGEABLE CYLINDER CORE 23-030 LFIC

INTERCHANGEABLE CYLINDER CORE 23-030 LFIC

23A SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3D 3'-0" 16

16
PRIVACY POCKET DOOR HARDWARE

PASSAGE POCKET DOOR HARDWARE

CAVITY SLIDERS CL400 ADA FLAT
BLACK

PRIVACY AT BEDROOM/BATHROOM (WWW.CAVITYSLIDERS.COM)
PASSAGE AT CLOSET (WWW.CAVITYSLIDERS.COM)CAVITY SLIDERS MAGNETIC-

OFFSET

25A SC WD WOOD7'-0" 1 3/4" NOTE#3 NOTE#3H 5'-0" 16

3'-0"ALUMB.1 ALUM1 3/4"7'-0" 2 5, BLACK ANODIZED FINISHPREFIN. PREFIN.43

GLASS PANEL
TEMPERED

ALUM FRAME

GLASS PANELGLASS PANEL

TYPE B.1

44 HM KD NOTE#37'-0" 1 3/4" NOTE#3 9D 3'-0" 90 MIN. 3,5,8HC MTL-90 MIN

IAC UNIT DISTRIBUTION

FLOOR

STUDIO

SUBTOTAL 5

416 SF-540 SF

17

GRAND TOTAL 32

20% TYPE A UNITS 20% WITH CONDUIT

7 7 TOTAL (2 TYPE A, 5 TYPE B)

1 4 1 2

G
2
3
4

2 BEDROOM

549 SF- 824 SF

2 BATH

1 5

UNIT 105

 32 TOTAL UNITS (20% TYPE A REQUIRED)= 7 UNITS REQUIRED
 20% OF TYPE A UNITS WITH CONDUIT 2 UNIT REQUIRED (7x.2)
 20% OF REMAINING TYPE B UNITS WITH CONDUIT 5 UNITS REQUIRED (25x.2)
 TYPE 'A' UNITS TO FULLY COMPLY WITH ICC/A117.1-2009 AT TIME OF INITIAL CONSTRUCTION REGARDLESS OF BUYER
 TYPE 'A' KITCHEN AND BATHROOMS TO FULLY COMPLY WITH ICC/A117.1-2009 CHAPTER 1003.11 AND 1003.12 TYPE 'B UNITS TO FULLY COMPLY WITH FHAA-7 GUIDELINES
 WILL PROVIDE IN 20% OF THE 20% TYPE A UNITS AND 20% OF  THE REMAINING 80% TYPE B UNITS, CONDUIT LINES AT TIME OF  CONSTRUCTION SO AS TO INSTALL, ON AN AS NEEDED BASIS,  VISUAL

ALARMS. VISUAL ALARMS TO BE VISIBLE IN ALL ROOMS  EXCEPT CLOSETS AND UTILITY ROOMS.

UNIT MIX

1 BEDROOM
1 BATH

965 SF- 1037 SF

3

1 5 3

1 5 3

2 2 1

10

STUDIO

416 SF-540 SF

2 BEDROOM

549 SF- 824 SF

2 BATH
1 BEDROOM
1 BATH

965 SF- 1037 SF

2

STUDIO

416 SF-540 SF

2 BEDROOM

549 SF- 824 SF

2 BATH
1 BEDROOM
1 BATH

965 SF- 1037 SF

UNIT 102

UNIT 208 UNIT 209

UNIT 303
UNIT 306

UNIT 405

UNIT 303 (TYPE A)

UNIT 102 (TYPE A)

4

UNIT 107

UNIT 203

UNIT 402

UNIT 101

UNIT 309

FINISH 'U'MANUFACTURER TYPE REMARKSUNIT UNITMARK WINDOW SIZE

F

D

G

C

A

WxH

B

LIGHT VENT VALUE

WINDOW SCHEDULE

H

J

E

6'-0" x 6'-0" 33.2 OKNOPLAST 27.6 PVC PIXEL .26CASEMENT 2 WINDOWS 

7'-6" x 6'-0" 27.2 OKNOPLAST 33.0 PVC PIXEL .26CASEMENT 3 WINDOWS (2 OPERABLE)

7'-6" x 2'-0" ---9.0 PICTUREOKNOPLAST PVC PIXEL .26 3 WINDOWS

2'-0" x 4'-0" 7.0 OKNOPLAST 5.3 PVC PIXEL .26CASEMENT

6'-0" x 8'-0" 21.430.1 SLING DR TEMP GLAZINGOKNOPLAST PVC PIXEL .26

4'-0" x 5'-0" 17.8 OKNOPLAST 13.6 PVC PIXEL .26CASEMENT 2 WINDOWS 

4'-0" x 3'-0" 10.2 OKNOPLAST 7.6 PVC PIXEL .26CASEMENT 2 WINDOWS 

6'-0" x 5'-0" 27.4 OKNOPLAST 22.6 PVC PIXEL .26CASEMENT 2 WINDOWS 

2'-0" x 5'-0" 8.9 OKNOPLAST 6.8 PVC PIXEL .26CASEMENT

7'-6" x 6'-0" 27.2 OKNOPLAST 33.0 PVC PIXEL .26CASEMENT 3 WINDOWS (2 OPERABLE)

7'-6" x 2'-0" ---9.0 PICTUREOKNOPLAST PVC PIXEL .26 3 WINDOWS

K
7'-6" x 6'-8" 22.528.0 SLING DR TEMP GLAZINGOKNOPLAST PVC PIXEL .26

7'-6" x 1'-8" ---5.3 TRANSOMOKNOPLAST PVC PIXEL .26

TYPICAL MOUNTING HEIGHTS

THRESHOLD AT TYPE A UNITS

2x8 WD HEADER

INT. STOREFRONT HEAD INT. STOREFRONT SILL

(2) 2x6 SILL

(2) 2x6 STUD

HOLLOW METAL
FRAME

CONT. SEALANT
BOTH SIDES

STUD PARTITION
SEE PLAN

STUD PARTITION
SEE PLAN

JAMB DETAIL AT GYP BD. WALL

CONT. SEALANT
BOTH SIDES

MASONRY PARTITION
SEE PLAN

AT MASONRY WALL
JAMB DETAIL

(2) 2x6 STUD

WOOD FRAME

PAINTED TRIM

STUD PARTITION
SEE PLAN

JAMB DETAIL AT GYP BD. WALL

DOOR

DOOR

DOOR

MAIL BOX HEIGHTS PARKING SIGN

CL OF

11'-0" PARKING SPACE

PATIO DOOR JAMB DETAIL

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.0

WINDOW SCHEDULE
DOOR SCHEDULE
NOTES

AREA SEPARATION DIGRAM
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A

C

B

A

D

E

F

GG

C

E

B

D

F

16'-0" 22'-8"5'-0"5'-0"6'-10" 7'-0"9'-0"9'-4"11'-2"16'-4"6'-2"3'-4"

156'-10"

24'-8"10'-0"31'-2"10'-0"16'-8"10'-0"54'-0"

16'-0" 16'-0" 1'-8" 10'-0" 9'-4" 5'-0" 5'-0" 6'-4" 24'-10" 5'-0" 5'-0" 3'-4" 18'-0" 3'-4"

156'-6"

21
'-
0"

19
'-
4"

15
'-
8"

56
'-
0"

1'
-4

"

1'
-4

"

1'
-8

"

1'
-0

"

1'
-0

"

UNIT 104
LIVING/DINING UNIT 103

LIVING/DINING

E.9

1'-4"16'-0" 1'-4"1'-8" 7'-4"

LU
XE

R 
O
N
E

TIDE

MAIL

7.1

UNIT 105
LIVING/DINING

UNIT 101
LIVING/DINING

UNIT 102
LIVING/DINING

UP 21R

ELECTRICAL

STAIR 1

STAIR 2

COVERED OPEN AIR PARKING

BIKE ROOM

TRASH ENCLOSURE

B.5

SPRINKLER/PUMP RM

ELEVATOR

CORRIDOR 100

1'-4" 8'-4" 1'-4" 8'-0" 8'-0" 1'-4" 8'-0" 8'-8" 1'-0" 7'-10" 10" 19'-4" 814" 20'-11
2" 412" 10'-10" 834" 10'-0" 412"

2'-0"

412"

5'-712"

412" 2'-0" 11'-4"

10'-8" 41
2" 8'-312" 834" 2'-4" 41

2" 4'-81
4" 412" 3'-0" 412" 10'-0" 834" 3'-1" 412" 3'-6" 412" 7'-6" 512" 3'-0" 834" 22'-212"

3'-10" 41
2" 5'-3" 41

2" 3'-0" 834" 2'-0" 41
2" 834" 2'-4" 412" 4'-3" 412" 7'-5" 61

2"

10'-0" 412"

8'-0"

1'-4" 8'-4" 8'-0" 1'-4" 8'-0" 8'-0" 1'-4" 8'-0" 1'-0" 10'-4" 8" 12'-7" 6" 25'-3" 1'-0" 4'-5" 4'-7" 5'-2" 6" 2'-8"

6'-1" 6"

1'-634"

6" 4'-11" 41
2" 3'-0" 412" 3'-012" 7'-31

4" 1'-2" 6'-4" 10" 6'-0" 634"
3'-21

4" 412" 3'-0" 41
2" 10'-0" 41

2" 12'-0" 11'-2"

10'-8" 6" 8'-2" 6" 14'-0"

6'-4"

412"3'-712"412"5'-8"412"3'-0"634"13'-6"634"

1'-0" 1'-0"

3'
-8

"
4"

3'
-8

"

11'-7" 14'-41
4"

9'
-7

1 4"
83 4"

2'
-0

"
41 2"

1'
-5

"
4'

-3
"

1'
-0

"
5'

-1
0"

4'-93
4"6'-31

4"6'-0"7'-912"412"3'-21
4"634"

1'-0"

4'-9" 5'-0"

3'-01
4"

3'
-4

"
3'

-0
"

1'
-4

"
18

'-
0"

22
'-
0"

18
'-
0"

1'
-4

"
10

'-
10

"
1'

-4
"

25
'-
6"

1'
-4

"

1'
-0

"
8'

-8
"

8"
3'

-4
"

5'
-0

"
11

'-
0"

4'
-8

"

8'-134"

5'
-1

"
20

'-
6"

1'
-0

"

14
'-
61 4"

2'
-0

"
41 2"

7'
-4

"

63 4"
5'

-0
"

63 4"
3'

-1
"

41 2"
3'

-4
"

41 2"
14

'-
51 4"

2'-4" 412" 6'-31
4" 412" 4'-8"

9'
-8

"
63 4"

2'
-3

1 4"
63 4"

3'
-6

1 2"
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24 BIKES

GROUND FLOOR PLAN
BUILDING TO BE HAVE CITY OF CHICAGO COMPLIANT NFPA 13 SPRINKLER SYSTEM ON ALL FLOORS WITH STANDPIPES IN STAIRWELLS

SEE SHEET A1.7 FOR LIFE SAFETY/TRAVEL DISTANCE PLANS

PROVIDE CEILING DAMPERS AT ALL DUCTWORK PENETRATING CEILING MEMBRANE SEE MECHANICAL SHEET
FOR LOCATIONS

1. SEE SHEETS A5.1-A5.7 FOR ACCESSIBILITY DIAGRAMS

4. ALL SMOKE DETECTORS WITH THE UNIT TO BE INTERCONNECTED SUCH THAT WHEN ONE ACTIVATED AND SOUNDS AN ALARM 
SIGNAL SIGNAL, ALL OTHER SMOKE DETECTORS IN THE UNIT SHALL ALSO SOUND AN ALARM SIGNAL

5. PROVIDE SMOKE DETECTORS WITH ALARM SILENCING CONTROL A MINIMUM 10'-0" FROM COOKING APPLIANCES, 3'-0" FROM BATHROOM DOORS
   WITHIN 15'-0" OF ALL BEDROOM DOORS AND MINIMUM 10'-0" FROM COOKING APPLIANCE

TYPE 'A' UNITS TO FULLY COMPLY WITH CBC CH 14B-11 AND  ICC/A117.1-2009 AT TIME OF INITIAL CONSTRUCTION REGARDLESS OF BUYER
TYPE 'A' KITCHEN AND BATHROOMS TO FULLY COMPLY WITH ICC/A117.1-2009 CHAPTER 1003.11 AND 1003.12

2. HEAD OF WALL FIRE STOP DETAILS BETWEEN DWELLING UNITS & CORRIDORS SEE DETAILS 13, 14, SHEET A4.2
3. RUN ALL WOOD FRAMED SEPARATION WALL ASSEMBLIES PARALLEL TO TRUSS TO BOTTOM OF DECK ABOVE SEE  DETAILS 13, 14 SHEET A4.2

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.1

GROUND FLOOR PLAN
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SECOND FLOOR PLAN 1. SEE SHEETS A5.1-A5.7 FOR ACCESSIBILITY DIAGRAMS

4. ALL SMOKE DETECTORS WITH THE UNIT TO BE INTERCONNECTED SUCH THAT WHEN ONE ACTIVATED AND SOUNDS AN ALARM 
SIGNAL SIGNAL, ALL OTHER SMOKE DETECTORS IN THE UNIT SHALL ALSO SOUND AN ALARM SIGNAL

5. PROVIDE SMOKE DETECTORS WITH ALARM SILENCING CONTROL A MINIMUM 10'-0" FROM COOKING APPLIANCES, 3'-0" FROM BATHROOM DOORS
   WITHIN 15'-0" OF ALL BEDROOM DOORS AND MINIMUM 10'-0" FROM COOKING APPLIANCE

TYPE 'A' UNITS TO FULLY COMPLY WITH CBC CH 14B-11 AND  ICC/A117.1-2009 AT TIME OF INITIAL CONSTRUCTION REGARDLESS OF BUYER
TYPE 'A' KITCHEN AND BATHROOMS TO FULLY COMPLY WITH ICC/A117.1-2009 CHAPTER 1003.11 AND 1003.12

BUILDING TO BE HAVE CITY OF CHICAGO COMPLIANT NFPA 13 SPRINKLER SYSTEM ON ALL FLOORS WITH STANDPIPES IN STAIRWELLS

SEE SHEET A1.6 FOR LIFE SAFETY/TRAVEL DISTANCE PLANS2. HEAD OF WALL FIRE STOP DETAILS BETWEEN DWELLING UNITS & CORRIDORS SEE DETAILS 13, 14, SHEET A4.2
3. RUN ALL WOOD FRAMED SEPARATION WALL ASSEMBLIES PARALLEL TO TRUSS TO BOTTOM OF DECK ABOVE SEE  DETAILS 13, 14 SHEET A4.2

PROVIDE CEILING DAMPERS AT ALL DUCTWORK PENETRATING CEILING MEMBRANE SEE MECHANICAL SHEET
FOR LOCATIONS

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.2

SECOND FLOOR PLAN
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THIRD FLOOR PLAN BUILDING TO BE HAVE CITY OF CHICAGO COMPLIANT NFPA 13 SPRINKLER SYSTEM ON ALL FLOORS WITH STANDPIPES IN STAIRWELLS

SEE SHEET A1.7 FOR LIFE SAFETY/TRAVEL DISTANCE PLANS

PROVIDE CEILING DAMPERS AT ALL DUCTWORK PENETRATING CEILING MEMBRANE SEE MECHANICAL SHEET
FOR LOCATIONS

1. SEE SHEETS A5.1-A5.7 FOR ACCESSIBILITY DIAGRAMS

4. ALL SMOKE DETECTORS WITH THE UNIT TO BE INTERCONNECTED SUCH THAT WHEN ONE ACTIVATED AND SOUNDS AN ALARM 
SIGNAL SIGNAL, ALL OTHER SMOKE DETECTORS IN THE UNIT SHALL ALSO SOUND AN ALARM SIGNAL

5. PROVIDE SMOKE DETECTORS WITH ALARM SILENCING CONTROL A MINIMUM 10'-0" FROM COOKING APPLIANCES, 3'-0" FROM BATHROOM DOORS
   WITHIN 15'-0" OF ALL BEDROOM DOORS AND MINIMUM 10'-0" FROM COOKING APPLIANCE

TYPE 'A' UNITS TO FULLY COMPLY WITH CBC CH 14B-11 AND  ICC/A117.1-2009 AT TIME OF INITIAL CONSTRUCTION REGARDLESS OF BUYER
TYPE 'A' KITCHEN AND BATHROOMS TO FULLY COMPLY WITH ICC/A117.1-2009 CHAPTER 1003.11 AND 1003.12

2. HEAD OF WALL FIRE STOP DETAILS BETWEEN DWELLING UNITS & CORRIDORS SEE DETAILS 13, 14, SHEET A4.2
3. RUN ALL WOOD FRAMED SEPARATION WALL ASSEMBLIES PARALLEL TO TRUSS TO BOTTOM OF DECK ABOVE SEE  DETAILS 13, 14 SHEET A4.2

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.3

THIRD FLOOR PLAN
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FOURTH FLOOR PLAN BUILDING TO BE HAVE CITY OF CHICAGO COMPLIANT NFPA 13 SPRINKLER SYSTEM ON ALL FLOORS WITH STANDPIPES IN STAIRWELLS

SEE SHEET A1.7 FOR LIFE SAFETY/TRAVEL DISTANCE PLANS

PROVIDE CEILING DAMPERS AT ALL DUCTWORK PENETRATING CEILING MEMBRANE SEE MECHANICAL SHEET
FOR LOCATIONS

1. SEE SHEETS A5.1-A5.7 FOR ACCESSIBILITY DIAGRAMS

4. ALL SMOKE DETECTORS WITH THE UNIT TO BE INTERCONNECTED SUCH THAT WHEN ONE ACTIVATED AND SOUNDS AN ALARM 
SIGNAL SIGNAL, ALL OTHER SMOKE DETECTORS IN THE UNIT SHALL ALSO SOUND AN ALARM SIGNAL

5. PROVIDE SMOKE DETECTORS WITH ALARM SILENCING CONTROL A MINIMUM 10'-0" FROM COOKING APPLIANCES, 3'-0" FROM BATHROOM DOORS
   WITHIN 15'-0" OF ALL BEDROOM DOORS AND MINIMUM 10'-0" FROM COOKING APPLIANCE

TYPE 'A' UNITS TO FULLY COMPLY WITH CBC CH 14B-11 AND  ICC/A117.1-2009 AT TIME OF INITIAL CONSTRUCTION REGARDLESS OF BUYER
TYPE 'A' KITCHEN AND BATHROOMS TO FULLY COMPLY WITH ICC/A117.1-2009 CHAPTER 1003.11 AND 1003.12

2. HEAD OF WALL FIRE STOP DETAILS BETWEEN DWELLING UNITS & CORRIDORS SEE DETAILS 13, 14, SHEET A4.2
3. RUN ALL WOOD FRAMED SEPARATION WALL ASSEMBLIES PARALLEL TO TRUSS TO BOTTOM OF DECK ABOVE SEE  DETAILS 13, 14 SHEET A4.2

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.4

FOURTH FLOOR PLAN
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BUILDING TO BE HAVE CITY OF CHICAGO COMPLIANT NFPA 13 SPRINKLER SYSTEM ON ALL FLOORS WITH STANDPIPES IN STAIRWELLS

PROVIDE CEILING DAMPERS AT ALL DUCTWORK PENETRATING CEILING MEMBRANE SEE MECHANICAL SHEET
FOR LOCATIONS

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS

A1.5

ROOF PLAN
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UTILITY BRICK

ELEVATION KEYNOTES

4" LIMESTONE SILL, PROJECT OUT 2", RAKE AND CAULK ALL JOINTS

NOT USED

NOT USED

12" HIGH LIMESTONE BAND W/ 1" PROJECTION

NON COMBUSTIBLE SUSPENDED STEEL DECK W/ 42" HIGH GUARD RAILING W/ PICKETS @ 4" O.C. MAX.
TO RESIST 200LB CONCENTRATED LOAD IN ANY DIRECTION OR RAILINGS TO RESIST 50PLF VERTICAL
AND HORIZONTAL LOADING ALONG TOP RAIL

NOT USED

4" ALUMINUM WARP SILL & HEADER

NOT USED

NOT USED

4" HIGH LIMESTONE BAND W/ 1" PROJECTION

8" HIGH LIMESTONE BAND W/ 3" PROJECTION

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 5" PROJECTION

NOT USED

STRETCHER COURSE BRICK 

10" LIMESTONE PANELS 

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 2" PROJECTION

ALUMINUM COPING 

4" LIMESTONE SILL, PROJECT OUT 1", RAKE AND CAULK ALL JOINTS

WALL MOUNTED CONDENSER 

ALUM. FASCIA, GUTTER AND D.S.

ALUM THRU WALL SCUPPER AND D.S. - COLOR TO MATCH WINDOWS

OVERFLOW SCUPPER

GAS METERS

NOT USED

MASONRY CONTROL JOINT

JUNCTION BOX FOR LIGHT FIXTURE, VERIFY LOCATION W/ OWNER.

4x4x1/4" x48" HIGH STL ANGLE PAINTED SAFTEY YELLOW

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
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30'-0" TO C.J. 28'-6" TO C.J. 33'-4" TO C.J.
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NORTH ELEVATION
1/4"  =  1'-0"

6" 1'0 2' 4' 8' 16'

WALL OPENING AREA
FSD:  54"

WALL AREA = 5,505.87 SF

(9 D) 2'-0" X 4'-0" = 72.0 SF
(4 F) 4'-0" X 5'-0" = 80.0 SF
(4 H) 6'-0" X 5'-0" = 120.0 SF
(6 J) 2'-0" X 5'-0" = 60.0 SF
DOOR 3'-4" X 7'-0" = 23.0 SF
DOOR 3'-4" X 7'-0" = 23.0 SF

TOTAL NON PROTECTED AREA = 378 SF

NP AREA/WALL AREA 378/5505.87= 6.86%

PERMITTED AREA  = 25.0%

WALL OPENING AREA
FSD:  66"

WALL AREA = 1,644.81 SF

(10 E) 6'-0" X 8'-0" = 480.0 SF
(1 G) 4'-0" X 3'-0" = 12.0 SF

TOTAL NON PROTECTED AREA = 492.0 SF

NP AREA/WALL AREA 492/1644.81= 29.91%

PERMITTED AREA  = NO LIMIT

UTILITY BRICK

ELEVATION KEYNOTES

4" LIMESTONE SILL, PROJECT OUT 2", RAKE AND CAULK ALL JOINTS

NOT USED

NOT USED

12" HIGH LIMESTONE BAND W/ 1" PROJECTION

NON COMBUSTIBLE SUSPENDED STEEL DECK W/ 42" HIGH GUARD RAILING W/ PICKETS @ 4" O.C. MAX.
TO RESIST 200LB CONCENTRATED LOAD IN ANY DIRECTION OR RAILINGS TO RESIST 50PLF VERTICAL
AND HORIZONTAL LOADING ALONG TOP RAIL

NOT USED

4" ALUMINUM WARP SILL & HEADER

NOT USED

NOT USED

4" HIGH LIMESTONE BAND W/ 1" PROJECTION

8" HIGH LIMESTONE BAND W/ 3" PROJECTION

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 5" PROJECTION

NOT USED

STRETCHER COURSE BRICK 

10" LIMESTONE PANELS 

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 2" PROJECTION

ALUMINUM COPING 

4" LIMESTONE SILL, PROJECT OUT 1", RAKE AND CAULK ALL JOINTS

WALL MOUNTED CONDENSER 

ALUM. FASCIA, GUTTER AND D.S.

ALUM THRU WALL SCUPPER AND D.S. - COLOR TO MATCH WINDOWS

OVERFLOW SCUPPER

GAS METERS

NOT USED

MASONRY CONTROL JOINT

JUNCTION BOX FOR LIGHT FIXTURE, VERIFY LOCATION W/ OWNER.

4x4x1/4" x48" HIGH STL ANGLE PAINTED SAFTEY YELLOW

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS



1

1

18 18

11

12
13

19

19

19

22

1

2

5

2

1

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

23

12
'-
23 8"

11
'-
0"

11
'-
0"

9'
-1

3 8"
5'

-8
1 4"

43
'-
4"

  
B
UI

LD
IN

G 
H
EI

GH
T 

PE
R 

17
-1

7-
03

11
-A

 (
ZO

N
IN

G)

1

1

8'
-4

"

1

6

6

1

1

1

6

22 23

1

18181818

22 22 22

23

6

6

6

6

6

6

6

6

6

19

19

19

19

19

19

19

19

19

19

20

1

1

1

1

1

1

1

1

1

1

19 19

1919

19 19

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

8'
-1

5 8"
8'

-2
"

8'
-1

5 8"

26

15'-6" TO C.J. 15'-8" TO C.J.
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17'-4" TO C.J. 17'-8" TO C.J.19'-0" TO C.J.
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SOUTH ELEVATION
1/4"  =  1'-0"

6" 1'0 2' 4' 8' 16'

WALL OPENING AREA
FSD:  54"

WALL AREA = 5,634 SF

(9 D) 2'-0" X 4'-0" = 72.0 SF
(10 F) 4'-0" X 5'-0" = 200.0 SF
DOOR 3'-4" X 7'-0" = 23.0 SF
DOOR 3'-4" X 7'-0" = 23.0 SF
DOOR 3'-4" X 7'-0" = 23.0 SF

TOTAL NON PROTECTED AREA = 341 SF

NP AREA/WALL AREA 341/5634= 6.05%

PERMITTED AREA  = 25.0%

WALL OPENING AREA
FSD:  70"

WALL AREA = 973.38 SF

(7 E) 6'-0" X 8'-0" = 336.0 SF

TOTAL NON PROTECTED AREA = 336.0 SF

NP AREA/WALL AREA 336/973.38= 34.51%

PERMITTED AREA  = NO LIMIT

WALL OPENING AREA
FSD:  74"

WALL AREA = 486.69 SF

(3 E) 6'-0" X 8'-0" = 144.0 SF
DOOR 6'-4" X 8'-4" = 52.77 SF

TOTAL NON PROTECTED AREA = 196.77 SF

NP AREA/WALL AREA 196.77/486.69= 40.43%

PERMITTED AREA  = NO LIMIT

UTILITY BRICK

ELEVATION KEYNOTES

4" LIMESTONE SILL, PROJECT OUT 2", RAKE AND CAULK ALL JOINTS

NOT USED

NOT USED

12" HIGH LIMESTONE BAND W/ 1" PROJECTION

NON COMBUSTIBLE SUSPENDED STEEL DECK W/ 42" HIGH GUARD RAILING W/ PICKETS @ 4" O.C. MAX.
TO RESIST 200LB CONCENTRATED LOAD IN ANY DIRECTION OR RAILINGS TO RESIST 50PLF VERTICAL
AND HORIZONTAL LOADING ALONG TOP RAIL

NOT USED

4" ALUMINUM WARP SILL & HEADER

NOT USED

NOT USED

4" HIGH LIMESTONE BAND W/ 1" PROJECTION

8" HIGH LIMESTONE BAND W/ 3" PROJECTION

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 5" PROJECTION

NOT USED

STRETCHER COURSE BRICK 

10" LIMESTONE PANELS 

4" LIMESTONE COPING, RAKE & CAULK ALL JOINTS W/ 2" PROJECTION

ALUMINUM COPING 

4" LIMESTONE SILL, PROJECT OUT 1", RAKE AND CAULK ALL JOINTS

WALL MOUNTED CONDENSER 

ALUM. FASCIA, GUTTER AND D.S.

ALUM THRU WALL SCUPPER AND D.S. - COLOR TO MATCH WINDOWS

OVERFLOW SCUPPER

GAS METERS

NOT USED

MASONRY CONTROL JOINT

JUNCTION BOX FOR LIGHT FIXTURE, VERIFY LOCATION W/ OWNER.

4x4x1/4" x48" HIGH STL ANGLE PAINTED SAFTEY YELLOW

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD
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SECTION
1/2"  =  1'-0"

3" 6"0 1' 2' 4' 8'

FOURTH LEVEL

THIRD LEVEL

SECOND LEVEL

FIRST FLOOR

ALUMINUM COPING  COVER
W/ 8" WIDE CONCEALED
SPLICE PLATE AT EACH
JOINT

GRADE 0'-0"

(

8'
-1

1 2"
8'

-1
1 2"

8'
-1

1 2"
7'

-1
1"

1'
-0

"

11
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4"

UTILITY BRICK W/ 8" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR

UTILITY BRICK BOTH FACES GROUT COLLAR
JOINT SOLID W/ LADDER ADJUSTABLE
REINFORCEMENT WIRE.
DO NOT USE CORRUGATED FLEXIBLE WALL
TIES
#U902 4HR

FORMED CONCRETE WALL

(INITIAL/.72 OR 3 YR INST. >.5)

UTILITY BRICK W/ 6" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR

UTILITY BRICK W/ 6" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR

CORRUGATED RIDGE
VENT

RUN ROOF
MEMBRANE WALL

ROOF TERMINATION
FLASHING W/ BUG
SCREEN

CORRUGATED
ROOF VRS

3'
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SECTION
1/2"  =  1'-0"

3" 6"0 1' 2' 4' 8'

FOURTH LEVEL

THIRD LEVEL

SECOND LEVEL

FIRST FLOOR

ALUMINUM COPING  COVER
W/ 8" WIDE CONCEALED
SPLICE PLATE AT EACH
JOINT

GRADE 0'-0"

8'
-1

1 2"
8'

-1
1 2"

8'
-2

"
8'

-0
"

1'
-0

"

11
'-
4"

UTILITY BRICK BOTH FACES GROUT COLLAR
JOINT SOLID W/ LADDER ADJUSTABLE
REINFORCEMENT WIRE.
DO NOT USE CORRUGATED FLEXIBLE WALL
TIES
#U902 4HR

FORMED CONCRETE WALL

PITCH 1/4" PER FT.

UTILITY BRICK W/ 6" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR

UTILITY BRICK W/ 6" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR

CORRUGATED RIDGE
VENT

RUN ROOF
MEMBRANE WALL

ROOF TERMINATION
FLASHING W/ BUG
SCREEN

CORRUGATED
ROOF VRS

3'
-6

"

FIBER CEMENT SOFFIT OVER (2) LA
5/8" TYPE 'C' GYP. BD.  OVER 2 1/2"
C-H STUDS & 2 1/2" J RUNNER (25
MSG MIN.) W/ 1" LINER PANEL
FRICTION FIT
UL U415 SYSTEM B-2 HR

8'
-8

"

PITCH 1/4" PER FT.

(INITIAL/.72 OR 3 YR INST. >.5)

UTILITY BRICK W/ 8" CONCRETE BLOCK
(D-2 CLASSIFICATION) W/ DUR-O-WAL
REINFORCEMENT @ 16" O.C. W/ 2x4
FURRING W/ R-17 OPEN CELL INSULATION
W/ 1/2" GYP. BD.  AT INTERIOR  DO NOT
USE CORRUGATED FLEXIBLE WALL TIES
#U902 4HR
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"
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" 
AT

 S
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IR

1 1/2" SQ.

OR 1/2" DIA. SLEEVE ANCHOR

BOLT STRINGER TO CMU WALL
W/ 1/2" DIA. EXP. BOLT

CAPPED TOP & BOTTOM
MAX. 4'-0" O.C.
11 GA. TUBE POST

STRINGER SIZE PER

BEAR IN BEAM POCKETS
OR HEADER AT EA. END

3'
-6

" 
AT

 L
AN

D
IN

GS

MANUFACTURERS SPECIFICATION

11
2""

4'-0" O.C. MAX

7"
 M

AX

11" MIN.

3/16" x 1" x 1" L
@ 4 1/2" LG. W/ (1)
1/2" DIA. HOLE

SEE PLAN

1"

SUPPORTED BY

WELD TO STRINGER

DIAMOND PLATE

STRINGER SIZE PER

14 GA. SUBTREAD & RISER

1 1/4"x 1 1/4" x1/8" BRACKETS

MANUFACTURERS SPECIFICATION

F.F.

AT STRINGER
CONNECTION

THICKEN SLAB

SE
E 

SE
CT

IO
N
S

3'
-0

"

TOP OF THE RAILING

1 1/2" DIA. HANDRAIL

VERTICAL & HORIZONTAL LOAD

CONNECTIONS DESIGNED TO 
WITHSTAND A SIMULTANEOUS 

OF 50PLF APPLIED AT THE 

1/8 1 1/2

OR 3/8" DIA. SLEEVE ANCHOR

OR TREATED WOOD STUD
14 GA. BACKING MATERIAL

BLOCKING

1/8 1/2
FACTORY ATTACHED

3/8" LAG SCREWS

3/8" x 1" TOGGLE BOLTS OR
WALLS WITH # 14 TEK SCREWS,

BRACKET

AT STUD WALL

FASTEN BRACKET TO PARTITION

BRACKET

1/8 1/2

1 1/21/8

FACTORY ATTACHED

1 1/2" O.D. 14 GA.
STEEL TUBE RAIL

11
2"

AT CMU WALL

OR 3/8" DIA. SLEEVE ANCHOR

BOLT BRACKET TO CONC.

W/ 3/8" DIA. EXP. BOLT
OR SOLID CMU WALLS

STEEL TUBE RAIL
1 1/2" O.D. 14 GA.

11
2"

2'
-1

0"

4'-0
" M

AX

12"

2'
-1

0"

12"
6"

STEEL TUBE RAIL
1 1/2" O.D. 14 GA.

TYP STEEL STAIR SECTION
1"   =   1'-0"

1"0 6" 1' 2' 4'

TYP WALL MOUNTED RAILING ELEVATION
1"   =   1'-0"

1"0 6" 1' 2' 4'

TYP STAIR TREAD SECTION
1"   =   1'-0"

1"0 6" 1' 2'

TYP WALL MOUNTED RAILING DETAIL
1"   =   1'-0"

1"0 6" 1' 2' 4'

4"

4/A3.2

1 1/2" DIA. WALL MOUNTED HANDRAIL

2'
-1

0"

1'-0"

4"

MEMBRANE ROOF UP WALL OVER
NAILER

1/4"  STL LINTEL PLATE x WALL
THICKNESS

SHEET MTL SCUPPER LINING

MEMBRANE ROOFING SYSTEM

RIGID INSULATION

PLYWOOD DECK

SEALANT BEAD BY ROOF CONTR.

ALUM PRESSURE BARS - ANCHOR TO
MASONRY W/ DRIVE PINS & NYLON
RAWLS @ 4" O.C.

SAW CUT M,ASONRY TO FIT. GROUT
CMU SOLID @ OPNG.

MASONRY WALL

NOTE:
USE "SMACNA" GUIDELINES FOR
GAUGES & SCUPPER CONFIGURATION.

BLOCKING FOR ELEVATED FLOW LINE
@ OVERFLOW SCUPPERS ONLY

SEALANT BEAD BY ROOF CONTR.
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±

2"
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O
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4"12"

12
"

2"
3"

4"
3"

TERMINATION BAR & SEALANT

SHEET MTL SCUPPER LINING

MEMBRANE ROOFING SYSTEM

METAL DECK

SEALANT BEAD BY ROOF CONTR.

ALUM PRESSURE BARS - ANCHOR TO
MASONRY W/ DRIVE PINS & NYLON
RAWLS @ 4" O.C.

COLLECTOR HEAD ANCHOR TO WALL
W/ 1/4" DIA. X 3" TAP-CON SCREWS
@ 6" O.C. - PAINT TO MATCH ADJ.
SCUPPER

SAW CUT MASONRY TO FIT. GROUT
SOLID @ OPNG.

MASONRY WALL

DOWNSPOUT

NOTE:
USE "SMACNA" GUIDELINES FOR
GAUGES & SCUPPER CONFIGURATION.

RIGID INSULATION. TAPER AS REQUIRED
AT SCUPPERS TO MAINTAIN POSITIVE
DRAINAGE

TERMINATION BAR & SEALANT

MEMBRANE ROOF UP WALL

1/4"  STL LINTEL PLATE x WALL
THICKNESS

O
UT
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D
E 

FA
CE

3"
-6

"

1 
3 8"

15 16
"

IN
SI

D
E 

FA
CE

6"
 M

AX

3/8" GAP FOR WALL VARIATION

8" WIDE SPLICE PL. AT EA. JOINT

12" WIDE, 20 GA GALV. ANCHOR CLIPS
@ 48" O.C.

COPING COVER 12'-0" LENGTHS

#9x1 1/2" S.S. FASTENERS

(2) 2x TREATED NAILER

O
UT

SI
D
E 

FA
CE

3"
-6

"

1 
3 8"

15 16
"

IN
SI

D
E 

FA
CE

6"
 M

AX

3/8" GAP FOR WALL VARIATION

8" WIDE SPLICE PL. AT EA. JOINT

12" WIDE, 20 GA GALV. ANCHOR CLIPS
@ 48" O.C.

COPING COVER 12'-0" LENGTHS

#9x1 1/2" S.S. FASTENERS

(2) 2x TREATED NAILER

OVERFLOW SCUPPER DETAIL
NTS

SCUPPER DETAIL

BRICK OUTER WYTHE

CONCRETE MASONRY UNIT

GROUT CMU SOLID

FIELD FORMED END DAM OR
PREFABRICATED END DAM
2" HIGH RECOMMENDED
PROVIDE MASTIC TO SEAL END DAM

ALUM DRIP EDGE SET IN SEALANT
EXTEND BEYOND FACE OF MASONRY

STEEL LINTEL

AIR SPACE CAVITY

THRU WALL FLASHING

LINTEL FLASHING/END DAM
1/2"  =  1'-0"

3" 6"0 1' 2' 4' 8'

PROVIDE WEEP ROPES @ 16" O.C. MIN
(2) PER OPENING

NTS

1 
1/

2"
2 

1/
2"

TYPICAL VENT DETAIL
1"   =   1'-0"

1"0 6" 1' 2' 4'

TYPICAL MEMBRANE FLASHING DETAIL
1"   =   1'-0"

1"0 6" 1' 2' 4'

WALL BASE FLASHING DETAIL
1"   =   1'-0"

1"0 6" 1' 2' 4'

CURB DETAIL
1"   =   1'-0"

1"0 6" 1' 2' 4'

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS
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STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL FRAME LAND`G
SEE DETAILS RE: A3.3

STEEL RAILING W/
PICKETS 4" O.C. MAX
SEE DETAILS RE: 1/A3.3

STEEL RAILING W/
PICKETS 4" O.C. MAX
SEE DETAILS RE: 1/A3.3

STEEL RAILING W/
PICKETS 4" O.C. MAX
SEE DETAILS RE: 1/A3.3

STEEL RAILING W/
PICKETS 4" O.C. MAX
SEE DETAILS RE: 1/A3.3

STEEL RAILING W/
PICKETS 4" O.C. MAX
SEE DETAILS RE: 1/A3.3

11"1"

11"1"

11"1"

11"1"

SLAB ON GRADE

9'
-0

3 8"
9'

-0
7 8"

9'
-0

7 8"

SEE SECTIONS A3.1/A3.2
UL # L563 1H

SEE SECTIONS A3.1/A3.2
UL # L563 1H

SEE SECTIONS A3.1/A3.2
UL # P522 1H

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 8" CMU (D-2
CLASSIFICATION) -
UL# U906-2HOUR

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 8" CMU (D-2
CLASSIFICATION) -
UL# U906-2HOUR

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 8" CMU (D-2
CLASSIFICATION) -
UL# U906-2HOUR

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 6" CMU (D-2
CLASSIFICATION) & UTILITY
BRICK
UL# U902-4HOUR

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 6" CMU (D-2
CLASSIFICATION) & UTILITY
BRICK
UL# U902-4HOUR

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 8" CMU (D-2
CLASSIFICATION) & UTILITY
BRICK
UL# U902-4HOUR

ALUMN COPING ALUMN COPING

1/2" GYP. BD. OVER 2x2 WOOD
FURRING OVER 4" CMU (D-2
CLASSIFICATION) & UTILITY
BRICK
UL# U902-4HOUR

FIBER CEMENT SOFFIT OVER
(2) LA 5/8" TYPE 'C' GYP. BD.
OVER 2 1/2" C-H STUDS & 2
1/2" J RUNNER (25 MSG MIN.)
W/ 1" LINER PANEL FRICTION
FIT
UL U415 SYSTEM B-2 HR

STAIR SECTION
3/8"  =  1'-0"

4" 8"0 1'-4" 2'-8" 5'-4" 10'-8"

GRADE 0'-3 3/4"

SLAB ON GRADE

FOUR STORY MASONRY 32
UNIT BUILDING W/

SPRINKLER SYSTEM
 4102 N. SHERIDAN RD

CHICAGO, ILLINOIS
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